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Virginia City Hybrid Energy Center 
Response to Data Request 

Bruce Buckheit, Member, Virginia Air Pollution Control Board 

Question (Page No. 18­19): 

A CO evaluation for MACT purposes is also required. 

Response: 

Refer to the Supplemental MACT Information provided in response to comments (April 
28,2008). 

The proposed control for volatile organic HAPs is as stringent as that applied to the 
emission controls achieved in practice by the best­controlled similar source and therefore 
is considered MACT.  Rather than establish emission limits for individual organic HAPs, 
Dominion proposes that the VOC emission limit be used as a surrogate for organic 
emissions. 
Organic HAP emissions include volatile, semi­volatile, and condensable organic 
compounds either present in the coal or formed as a product of incomplete combustion. 
Organic emissions are primarily characterized by the criteria pollutant class of unburned 
vapor­phase hydrocarbons. These emissions include alkanes, alkenes, aldehydes, 
alcohols, and substituted benzenes (e.g., benzene, toluene, xylene, and ethyl benzene). 
The remaining organic emissions are composed largely of compounds emitted from 
combustion sources in a condensed phase. These compounds can almost exclusively be 
classed into a group known as polycyclic organic matter. Polycyclic organic matter is 
more prevalent in the emissions from coal combustion because of the more complex 
structure of coal. 
Organic HAP emissions will be controlled by means of combustion control used to limit 
carbon monoxide (CO) and volatile organic compound (VOC) emissions.  In general, a 
combustion control system seeks to maintain the proper conditions to ensure complete 
combustion through one or more of the following operation design features:  providing 
sufficient excess air, staged combustion to complete burn out of products of incomplete 
combustion, sufficient residence time, and good mixing.  Circulating fluidized bed coal­ 
fired boilers are designed specifically for efficient fuel combustion with thorough mixing 
and residence time at temperature, plus staged combustion. The organic HAPs will be 
further controlled by the activated carbon injected into the flue gas upstream of the fabric 
filter baghouse.  The organic HAPs will be adsorbed by the activated carbon collected in 
the filter media collected on the fabric filter bags.  The USEPA has indicated for other 
source categories, VOC emissions are an effective surrogate in lieu of establishing 
control standards for the individual organic compounds. 

The potential emissions of trace organic compounds were based on the emission factors 
cited in Section 1.1, Bituminous and Sub­bituminous Coal Combustion, of ”Compilation 
of Air Pollutant Emission Factors,” U.S. EPA Document No. AP­42, Fifth Edition,
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September 1998. Although the AP­42 emission factors are expressed in terms of pounds 
of pollutant per unit mass of coal fired (lb/ton), they should be normalized to pounds of 
pollutant per unit heat input (lb/MMBtu) to estimate organic emissions from different 
types of boilers firing various types of coal. Most appropriately, the emission factors 
should be normalized using the heating value of the coal fired during the individual tests 
conducted to derive each emission factor. The coal fired during most of these tests was 
bituminous coal with a heating value ranging from 10,000 to 12,500 Btu/lb. To estimate 
the organic emissions from the proposed CFB boilers, we assumed that the coal had a 
heating value of 7,782 Btu/lb.


