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DRAFT 
SOLID WASTE FACILITY PERMIT 

SWP417 
  
Facility Name: Southeastern Public Service Authority (SPSA) Regional Landfill 
 
Facility Type: Sanitary Landfill Latitude: N 36° 45' 19" 
 
Site Location: City of Suffolk Longitude: W 76° 31' 36" 
 
Location Description:  The facility is located at 1 Bob Foeller Drive on an 833-acre parcel 
adjacent to the merged U.S. Routes 58, 13, and 460, approximately 2.5 miles southwest of the City 
of Chesapeake city limits in Suffolk, Virginia. Woods and Routes 58, 13, and 460 bound the site. 
Sole access to the site is provided by Bob Foeller Drive. 
 
Background:  The facility is a publicly owned/operated sanitary landfill that primarily serves the 
Cities of Suffolk, Chesapeake, Virginia Beach, Norfolk, Portsmouth, and Franklin and the 
Counties of Isle of Wight and Southampton. The landfill is owned and operated by the 
Southeastern Public Service Authority (SPSA) and may receive waste from areas outside the 
primary service area.  The wastes accepted include those wastes identified in Module II, which are 
based on the information provided on DEQ Form SW PTB dated January 16, 2024.  
 
The existing facility boundary encompasses 376 acres of which 241 acres constitute the waste 
management unit boundary for Cells I through VII.  The total landfill waste capacity for Cells 1 
through VII is 40,800,000 cubic yards, which includes daily and intermediate cover.   Conditional 
approval for a Part A modification to incorporate new Cells VIII and IX, which will form a 
contiguous unit located immediately to the east of Cells I-IV and north of Cell VII was issued on 
July 18, 2024. The facility boundary expanded by 129 acres and the waste management boundary 
expanded by 107 acres: 43 acres for Cell VIII, 41 acres for Cell IX, and 23 acres to include the 
leachate management area and areas between the landfill cells, and capacity of the landfill 
increased by 14,480,000 cubic yards. This results in a facility boundary of 505 acres, waste 
management unit boundary of 348 acres, and total landfill waste capacity of 55,280,000 cubic 
yards including daily and intermediate cover. The facility boundary expansion includes an 11-acre 
stormwater management area north of the new cells. A Part B application must be submitted and 
approved before Cells VIII and IX can be constructed.  
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Existing Cells I through IV consist of approximately 103 acres of liner disposal footprint with a 
capacity of approximately 12.2 million cubic yards, which was deemed to be closed on September 
21, 2009. Existing Cells V and VI consist of approximately 43.6 acres and 41 acres of disposal 
footprint, respectively, with a total capacity of approximately 16.6 million cubic yards. Cell VII 
will be constructed in three phases, for a total disposal footprint of 56 acres and capacity of 
approximately 12.0 million cubic yards. When fully constructed, Cells V through VII will form 
one contiguous disposal unit.  
 
 
Permit Modification: This major permit modification incorporates two separate requests, which 
were received December 26, 2023 and February 9, 2024. The Permit has been streamlined with 
this modification and establishes formal Modules III (Sanitary Landfill Design), XII (Closure), 
and XIII (Post-Closure Care). The final grades of Cells V through VII have been modified to 
eliminate the terraces that were originally permitted in favor of a 3H:1V slope with tack-on berms 
and HDPE downchutes installed on top of the final cover to manage stormwater. The updated final 
cover design incorporates toe drain systems for stormwater and leachate management. The change 
to the final cover design will extend the life of the landfill by increasing the capacity of Cells V 
and VI by 1.6 million cubic yards and the capacity of Cell VII by 1.2 million cubic yards. This 
modification also reconfigures the base grades of Cell VII into three phases and relocates the 
sumps to the south side of the cell. Information on leachate management was removed from the 
Design Report and incorporated into a standalone Leachate Management Plan. To increase storage 
capacity for operation in Cell VII, conversion of the existing two leachate lagoons for storage use 
exclusively (rather than allocating most of the capacity for pretreatment) or installation of a third 
leachate lagoon (storage use only) are proposed as alternatives to installation of a new leachate 
tank. A Landfill Mining Operating Plan was incorporated for Cells V and VI. The facility’s Process 
Water Monitoring Plan has been replaced with a new Underdrain Monitoring Plan. Technical 
Specification Sections 02922, 02930, and 02933 have been updated. Permit Attachment I-1 has 
been updated to preserve former permit-related approval letters. All previous permit modifications 
are outlined in detail in Module I, Section I.G. 
 
 
THIS IS TO CERTIFY THAT: Southeastern Public Service Authority 

723 Woodlake Drive 
Chesapeake, VA 23320 

 
is hereby granted a permit to construct, operate, and maintain the facility as described in the 
attached Permit Modules I, II, III, X, XI, XII, XIII and XIV and Permit Documents incorporated 
by reference.  These Permit Modules and Permit Documents are as referenced hereinafter and are 
incorporated into and become a part of this permit. 
 
The herein described activity is to be established, modified, constructed, installed, operated, used, 
maintained, and closed in accordance with the terms and conditions of this permit and the plans, 
specifications, and reports submitted and cited in the permit.  The facility shall comply with all 
regulations of the Virginia Waste Management Board.  In accordance with Chapter 14, § 10.1 - 
1408.1(D) of the Code of Virginia, prior to issuing this permit or major modification, any 
comments by the local government and general public have been investigated and evaluated and 
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it has been determined that the facility poses no substantial present or potential danger to human 
health or the environment.  The permit contains such conditions and requirements as are deemed 
necessary to comply with the requirements of the Virginia Code, the regulations of the Board, and 
to prevent substantial or present danger to human health or the environment. 
 
Failure to comply with the terms and conditions of this permit shall constitute grounds for the 
revocation or suspension of this permit and for the initiation of necessary enforcement actions. 
 
The permit is issued in accordance with the provisions of §10.1-1408.1.A, Chapter 14, Title 10.1, 
Code of Virginia (1950) as amended.  Variances that have been approved for this facility are 
included in Permit Attachment I-1. 
 
Issued: September 12, 1983 
Modifications: March 8, 1988 (Minor) 

March 4, 1994 (Major) 
November 19, 1997 (Major) 
May 1, 2000 (Minor) 
May 23, 2000 (Minor) 
November 14, 2000 (Minor) 
November 21, 2000 (Minor) 
February 21, 2003 (Minor) 
November 7, 2005 (Major) 
July 31, 2007 (Minor) 
March 4, 2010 (Minor) 
June 8, 2011 (Major) 
February 23, 2012 (Minor) 
May 8, 2013 (Minor) 
May 9, 2017 (Minor) 
July 21, 2017 (Minor) 
September 26, 2017 (Minor) 
September 29, 2017 (Permittee Change) 
May 1, 2018 (Minor) 
May 17, 2018 (Permittee Change) 
December 27, 2018 (Permittee Change) 
January 13, 2020 (Minor) 
June 11, 2020 (Minor) 
March 19, 2021 (Minor) 
September 29, 2021 (Minor) 
February 28, 2022 (Minor) 
June 7, 2022 (Minor) 
July 5, 2022 (Minor) 
January 18, 2023 (Minor) 
October 26, 2023 (Minor) 
December 18, 2024 (Minor) 
June 23, 2025 (Minor) 

 
 
 
 APPROVED:  _________________________________ 
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Regional Director         
 
 
 DATE: _________________________________ 
  Modification 33 
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PERMIT MODULES 
REFERENCE LIST 

 
PERMIT MODULE I – GENERAL PERMIT CONDITIONS (MONTH 2026)* 

PERMIT ATTACHMENT I-1, PREVIOUS PERMIT APPROVAL LETTERS 
 
PERMIT MODULE II – CONDITIONS OF OPERATION (MONTH 2026) 
 
PERMIT MODULE III – SANITARY LANDFILL DESIGN (MONTH 2026) 
 
PERMIT MODULE X – DETECTION MONITORING (DECEMBER 2024) 
 
PERMIT MODULE XI – ASSESSMENT MONITORING (DECEMBER 2024) 
 
PERMIT MODULE XII – CLOSURE (MONTH 2026) 
 
PERMIT MODULE XIII – POST CLOSURE CARE (MONTH 2026) 
 
PERMIT MODULE XIV – CORRECTIVE ACTION (JUNE 2025) 

 
 

* Note the Modification listed after each module identifies the last time the module was updated 
and is the current module for this permit. 

 
Should information contained in any permit module that consists of documents submitted by the 
permittee, conflict with the any requirement or condition contained in Permit Modules I, II, III, 
X, XI, XII, XIII, XIV or 9VAC20-81, the regulatory/permit module requirement or condition 
shall prevail (unless an appropriate variance has been granted).  The Department is not 
responsible for spelling, typographical, or syntax errors in modules based on information 
submitted by the permittee. 
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PERMIT DOCUMENTS 

 
The documents listed below are hereby incorporated into this permit and the permittee is subject 
to all conditions contained therein.  It is the responsibility of the permittee to properly maintain 
and update these documents.  Any version with a revision date other than as listed below is not 
considered to be the official approved version and is subject to Department review and approval 
prior to being recognized as the “permitted” version. 
 
1. Design Plans: 

a. Cell VII Part B Permit Modification, prepared by SCS Engineers, last revised 
January 22, 2025. 

b. Regional Landfill Cell V and VI Final Cover Modifications, prepared by SCS 
Engineers, last revised October 2024. 

c. Sanitary Landfill Cells IV Expansion Regional Solid Waste and Resource 
Recovery Project, prepared by HDR Engineering, Inc., dated September 1987. 

d. Sanitary Landfill Cell III Regional Solid Waste and Resource Recovery Project, 
prepared by HDR Engineering, Inc., dated August 1985. 

e. Sanitary Landfill Cells I & II Regional Solid Waste and Resource Recovery 
Project, prepared by HDR Engineering, Inc., dated September 1983. 

2. Design Reports: 

a. Design Report (Attachment VI) for the Southeastern Public Service Authority 
Regional Landfill, Modification to Cell VII Permit Application, originally 
prepared by HDR Engineering, Inc. August 2008, subsequently revised by SCS 
Engineers, last revised January 31, 2025. 

b. Design Report – Cell VI Expansion, prepared by HDR Engineering, Inc. July 
2004, revised April 2005 

c. Part B Application Permit Modification Southeastern Public Service Authority 
Regional Landfill Cell V Expansion, prepared by HDR Engineering, Inc. 
November 1993, revised April 1997  

3. Closure Plan for the Southeastern Public Service Authority Regional Landfill, Cells V, 
VI, and VII Permit Modifications, prepared by SCS Engineers, last revised December 
2024. 

4. Post-Closure Plan, prepared by HDR Engineering, Inc., last revised November 2019. 

5. Construction Quality Assurance Plan Southeastern Public Service Authority Regional 
Landfill, Modification to Cell VII Permit Application prepared by SCS Engineers, dated 
January 31, 2025. Cell VII Technical Specifications, original date August 2008, revised 
by SCS Engineers December 2023 (Section 02923) and May 2026 (Sections 02922, 
02930, and 02933). 

6. Leachate Management Plan (Attachment VIII) for the Southeastern Public Service 
Authority Regional Landfill, Modification to Cell VII Permit Application, prepared by 
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SCS Engineers, dated April 22, 2026.  

7. Preliminary Design Drawings for Leachate Evaporator: Drawings 00G-01, 00L-01, 00L-
02, prepared by HDR Engineering, Inc., dated December 19, 2022. Preliminary Site 
Drawings – 2022 Evaporator Installation, prepared by Carson Environmental 
Consultants, PC, dated November 2022.  

8. Landfill Gas Management Plan, prepared by HDR Engineering, Inc., last revised July 30, 
2021;  

9. Landfill Gas Remediation Plan, prepared by HDR Engineering, Inc., dated June 4, 2020;  

10. Landfill Gas Remediation Plan, prepared by HDR Engineering, Inc., dated June 22, 2022. 

11. Landfill Gas Collection and Control System (GCCS) Design Plan, prepared by HDR 
Engineering, Inc., last revised July 2021; Startup, Shutdown, and Malfunction Plan for 
the Landfill Gas Collection and Control System, prepared by HDR Engineering, Inc., last 
revised July 30, 2021. 

12. Design Drawings for Renewable Natural Gas Facility: Sheet V-101 “Topographic Survey 
for SPSA – Renewable Natural Gas Project”, prepared by MSA, P.C., dated December 
18, 2020 and most recently revised October 28, 2021; Sheet C-4101A “Overall Site 
Layout – SPSA Landfill Renewable Natural Gas Facility” prepared by Smith + Garden 
Engineers, dated January 14, 2022; Sheet C-4102 “Site Grading and Drainage Plan – 
SPSA Landfill Renewable Natural Gas Facility”, prepared by Smith + Garden Engineers, 
dated January 14, 2022. 

13. Groundwater Monitoring Plan, prepared by SCS Engineers, last revised August 8, 2024. 

14. Groundwater Corrective Action Plan, prepared by SCS Engineers, last revised January 
27, 2025; Corrective Action Monitoring Plan, prepared by SCS Engineers, last revised 
January 27, 2025; and Surface Water Monitoring Plan, prepared by SCS Engineers, last 
revised April 18, 2025. 

15. Underdrain Monitoring Plan, prepared by SCS Engineers, last revised May 15, 2026. 
 

16. SPSA Regional Landfill Cells V and VI Landfill Mining Operating Plan, prepared by SCS 
Engineers, dated June 20, 2025. 

 
The following documents have been submitted to satisfy permit or regulatory requirements; 
however, are considered reference documents and are not incorporated into Permit No. 417. This 
list may not be all-inclusive.  
 
1. Part A Permit Application SPSA Regional Landfill Cell VI Expansion, prepared by HDR 

Engineering, Inc., dated June 2002, revised September 2004. 

2. Regional Landfill Permit No. 417 Cell VII Expansion Notice of Intent and Part A Permit 
Application, prepared by HDR Engineering, Inc., dated November 12, 2007; Amendment 
to Approved Part A Application, prepared by HDR Engineering, Inc., dated December 
22, 2008. 

3. Part A Permit Application Cells VIII & IX Expansion SPSA Regional Landfill, prepared 
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by HDR Engineering, Inc., dated May 2023, revised April 12, 2024 and May 17, 2024 
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PERMIT MODULE I 
GENERAL PERMIT CONDITIONS

I.A. EFFECT OF PERMIT 

The permittee is allowed to dispose solid waste on-site in accordance with the conditions 
of this permit. Any disposal of solid waste not authorized by this permit is prohibited.  
Compliance with the terms of this permit does not constitute a defense to any order issued 
or any action brought under Sections 10.1-1402(18), 10.1-1402(19), or 10.1-1402(21) of 
the Virginia Waste Management Act (Chapter 14, Title 10.1, Code of Virginia (1950), as 
amended); or any other law or regulation for protection of public health or the environment.  
The provisions of this permit are severable, and if any provision of this permit, or the 
application of any provision of this permit to any circumstances is held invalid, the 
application of such provision to other circumstances and the remainder of this permit shall 
not be affected thereby.  For purposes of this permit, terms used herein shall have the same 
meaning as those in the Virginia Waste Management Act, and Part I and other pertinent 
parts of the Virginia Solid Waste Management Regulations (VSWMR, 9VAC20-81), 
unless this permit specifically provides otherwise; where terms are not defined in the 
regulations or the permit, the meaning associated with such terms shall be defined by the 
generally accepted scientific or industrial meaning of the term or a standard dictionary 
reference. "Director" means the Director of the Department of Environmental Quality, or 
his designated or authorized representative. 

I.B. DUTIES AND REQUIREMENTS   

The permittee shall comply with all conditions of this permit and 9VAC20-81. The effect 
of this permit is detailed in 9VAC20-81-490, and it shall be the duty of the permittee to 
ensure the applicable requirements are met.  Additionally, the permittee is subject to the 
recording and reporting requirements detailed in 9VAC20-81-530. In addition to these 
requirements, the following additional conditions are invoked per 9VAC20-81-430, and 
shall be complied with: 

I.B.1. Noncompliance may be authorized by a schedule of compliance [9VAC20-81-
490.D. and 9VAC20-81-490.H.]. Any other permit noncompliance constitutes a 
violation of Virginia Waste Management Act and is grounds for enforcement 
action, or for permit revocation, revocation and reissuance, or modification 
[9VAC20-81-570 and 9VAC20-81-600].   

I.B.2 The permittee shall comply with the requirements of this permit and any provisions 
of RCRA Subtitle D (Title 40, Code of Federal Regulations, Section 258) 
requirements as they become applicable upon their effective date.  This permit may 
not act as a shield against compliance with any part of RCRA or any other 
applicable federal regulation, state regulation or state law. 
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I.B.3. In an enforcement action, it shall not be a defense for the permittee that it would 
have been necessary to halt or reduce the permitted activity in order to maintain 
compliance with the conditions of this permit. 

I.B.4. In the event of noncompliance with this permit, the permittee shall take all 
reasonable steps to minimize releases of solid wastes or waste constituents to the 
environment and shall carry out measures to prevent substantial adverse impacts on 
human health or the environment. 

I.B.5. The permittee shall at all times properly operate and maintain all units (and related 
appurtenances) which are installed or used by the permittee to achieve compliance 
with the operations manual and the conditions of this permit.  Proper operation and 
maintenance includes effective performance, adequate funding, adequate operator 
staffing, and training, and adequate laboratory and process controls, including 
appropriate quality assurance/quality control procedures.  This provision requires 
the operation of back-up or auxiliary equipment only when necessary to achieve 
compliance with the conditions of this permit. 

I.B.6. The permittee shall furnish to the Director, within a reasonable time, any relevant 
information that the Director may request to determine compliance with this permit, 
regulations or the Act. The permittee shall also furnish to the Director, upon 
request, copies of records required to be kept by this permit by the date specified in 
the request. 

I.B.7. The permittee shall allow the Director, or an authorized representative, at a 
reasonable time, upon the presentation of appropriate credentials, to: 

I.B.7.a. Enter the permitted facility where a regulated unit or activity is located or 
conducted, or where records must be kept under the conditions of this 
permit; 

I.B.7.b. Have access to and copy any records that must be kept under the conditions 
of this permit; 

I.B.7.c. Inspect any unit, equipment (including monitoring and control equipment), 
practices, or operations regulated or required under this permit; and, 

I.B.7.d. Sample or monitor, for the purposes of assuring permit compliance or as 
otherwise authorized by Virginia Waste Management Act, any substances 
or parameters at any location within his control. 

I.B.8. Samples and measurements taken for the purpose of monitoring shall be 
representative of the monitored activity. The method used to obtain a representative 
sample to be analyzed must be the appropriate method from the latest edition of 
Test Methods for Evaluating Solid Waste: Physical/Chemical Methods, EPA 
Publication SW-846, if available. 
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Laboratory samples shall be analyzed in accordance with 1 VAC 30-45, 
Certification for Noncommercial Environmental Laboratories, or 1 VAC 30-46, 
Accreditation for Commercial Environmental Laboratories. 

I.B.9. This permit is not transferable to any person, unless approved by the Director. The 
Director may require modification or revocation and reissuance of the permit 
pursuant to 9VAC20-81-490.G. Before transferring ownership or operation of the 
facility during its operational life, the permittee shall notify the new owner or 
operator in writing of the requirements of Parts III and V, of the Virginia Solid 
Waste Management Regulations, the Financial Assurance Regulations, 9VAC20-
70, and this permit. 

I.B.10. In accordance with § 10.1-1408.2, all facilities must have a Certified Operator as 
required by the Board of Waste Management Facility Operators-Licensing 
Regulations, 18 VAC 155-20.

I.B.11. Specifications for all drainage media should specify that the material shall contain 
no greater than 15% calcium carbonate equivalent.  Department literature regarding 
research on leachate collection media indicates that weight loss greater than 15% 
results in an unacceptable loss of performance.  If a greater percentage is specified 
or allowed, a demonstration that performance is not adversely affected must be 
provided to the Department for review and approval. 

I.B.12. Recirculation of collected leachate shall not be allowed, in accordance with 
9VAC20-81-210.D.3., except when the area to be irrigated is underlain by a 
composite liner system.  Furthermore, in accordance with 9VAC20-81-200.C.3.c., 
decomposition gas condensate may be recirculated into the landfill provided the 
facility complies with the composite liner requirement and the leachate control 
system requirements of Part III of VSWMR.  A composite liner system is a system 
designed to meet the requirements of 9VAC20-81-130.J.1. This facility is not 
currently approved to recirculate leachate.

I.B.13. The closure cost estimate must reflect the maximum cost of closure at all times.  
The owner has the responsibility to maintain the closure, post closure, and 
corrective action cost estimates and associated financial assurance funding as 
conditions change. 

I.B.14. Land-clearing, excavation, and construction activities that involve the disturbance 
of wetlands or streams shall not commence without authorization from the Virginia 
Water Protection (VWP) Program and/or Army Corps of Engineers.   

I.B.15. The facility shall maintain and follow an approved Erosion & Sediment Control 
Plan for all land-disturbing activities in accordance with the Erosion and 
Stormwater Management Regulations, 9 VAC 25-875.  
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I.C. DOCUMENTS TO BE MAINTAINED AT THE FACILITY 

The permittee shall maintain a complete copy of the Solid Waste Permit and incorporated 
Permit Documents at the facility, or another location approved by the director, until post-
closure is complete and certified by a professional engineer, and shall maintain 
amendments, revisions, and modification to these documents.  In addition, the facility shall 
maintain the following additional documents: 

I.C.1. Operations Manual with annual certification by Responsible Official  

I.C.2. Detailed, written estimate, in current dollars, of the cost of closing the facility, post-
closure care and corrective action measures 

I.C.3. All other documents/records required and applicable from the following: 

I.C.3.a. Monitoring records from leachate, gas, groundwater, and underdrain 
monitoring. 

I.C.3.b. Inspection records as required from construction/installation, operational, 
closure, post-closure inspection requirements. 

I.C.3.c. Personnel training records 

I.C.3.d. Daily operational records (i.e., solid waste received and processed, fill area 
records, records of special wastes accepted, a logbook which is a daily 
narrative account of the activities at the landfill). 

I.C.3.e. Construction quality assurance reports, record drawings and engineers’ 
certifications for all new liner and/or final cover construction 

I.C.4. An approved copy of the complete Part A permit application 

I.C.5. Documentation of the authorization to discharge leachate into the publicly/privately 
owned treatment works, leachate volumes sent to the POTW, and periodic leachate 
sampling analytical results. Direct discharge of leachate to the Hampton Roads 
Sanitation District (HRSD) system is no longer being performed, although SPSA 
continues to transport leachate to various HRSD treatment facilities (and other 
private treatments facilities) via tanker trucks. 

I.C.6. Research, Development, and Demonstration Plan documentation and testing data, 
if applicable. 

I.D. DOCUMENTS TO BE SUBMITTED 
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In addition to the documents/records/reports to be submitted per the requirements of this 
permit or 9VAC20-81, the permittee shall also submit the following documents to the 
Director according to indicated schedules: 

I.D.1. Prior to expansion into each new phase, the permittee shall submit all required 
certification documents per 9VAC20-81-490.A., and: 

I.D.1.a. Authorization from the Hampton Roads Sanitation District (HRSD) 
publicly owned treatment works to discharge the increased volume 
(providing there is projected to be an increase) of leachate and wastewater 
to the sewerage system and treatment works. 

I.D.1.b. Report and supporting documents resulting from quality control/quality 
assurance activities performed during construction and installation of the 
liner/drainage systems, including the installation contractor's written 
acceptance of the surfaces to be lined, synthetic liner manufacturer and 
installer warranties, laboratory test results of the permeability of the clay 
liner and the drainage media overlying the liner, and representative copies 
(sufficient to demonstrate responsible control) of the accumulated 
inspection schedules resulting from the professional engineer's oversight 
of the construction. 

I.D.2. In accordance with 9VAC20-81-490.A., certification from a design engineer, who 
must be a professional engineer licensed to practice in the Commonwealth, that the 
construction of the facility has been completed in accordance with the permit, 
approved plans and specifications and is ready to begin operation.  A certification 
will be required for each lined phase of development. 

I.D.3. Certification (separate from I.D.2, above) from the Construction Quality Assurance 
(CQA) officer that the approved CQA plan has been successfully carried out and 
that the constructed unit meets all requirements of the permitted CQA plan, in 
accordance with 9VAC20-81-130.Q.  A certification will be required for each lined 
phase of development.  The CQA officer must be a professional engineer licensed 
to practice in Virginia. 

I.D.4. The as-built plans of all groundwater and gas monitoring wells shall be submitted 
as these wells are installed or modified.  Information to be included on the as-built 
plans shall include, but is not limited to, the total depth of the well, the surveyed 
elevations of the top of casing and ground surface (or apron), and the length and 
location of the screened interval and annular space seal. All dimensions are to be 
shown on well construction schematics. 

I.E. REPORTS, NOTIFICATIONS, AND SUBMISSIONS TO THE DIRECTOR 

All reports, notifications, or other submissions which are required by this permit to be sent 
or given to the Director should be sent to: 
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Virginia Department of Environmental Quality 
Division of Land Protection & Revitalization 
Tidewater Regional Office  
5636 Southern Boulevard  
Virginia Beach, Virginia 23462 

I.F. SITE SPECIFIC CONDITIONS 

The provisions of this section are in addition to the permit conditions and regulatory 
requirements and are specifically developed for this facility.  The permittee shall comply 
with all conditions of this section, as follows: 

I.F.1. The final permit is based on permit application submittals (drawings and reports) 
that may contain the word “proposed’ and similarly tentative language.  The 
documents that are incorporated into Permit SWP417 have been evaluated for 
administrative and technical adequacy and have been approved as 
proposed.  Therefore, any references to a design, construction, operation, 
monitoring or closure criteria are considered to be approved as proposed. 

I.F.2. The facility is subject to the conditions listed in the Part A approval letter dated 
July 18, 2024. 

I.F.3.   Groundwater must be maintained below the liner system until such time as waste 
loading surpasses the uplift forces of groundwater. When waste in Cell VII reaches 
elevation 30 feet MSL, the pumping of groundwater may be discontinued.  
Groundwater pumping in Cells V and VI has been stopped and will not resume. 

I.F.4. Cells V, VI, and VII, are zone of saturation landfills constructed below the water 
table. The artificial lowering of the ground water table for the development of Cells 
V and VI was authorized through a Ground Water Withdrawal Special Exception 
issued by the Office of Surface and Ground Water Supply Planning (OSGWSP). 
Separate exceptions were issued for each cell. The duration of each authorization 
was 10 years. Prior to obtaining final authorization, a temporary construction 
dewatering phase allowed construction for up to 24 months or until completion of 
cell construction, whichever came first. Prior to placement of waste in Cell VII, 
SPSA shall have submitted a complete Groundwater Withdrawal Permit 
application to the Office of Water Withdrawal Permitting (SPSA’s application was 
deemed complete on January 14, 2026). The DEQ target date for permit approval 
is August 3, 2026. SPSA may be required to apply for an amended Groundwater 
Withdrawal Permit if it is determined that the proposed groundwater extraction rate 
is not adequate to effectively dewater Cell VII. 

I.F.5. According to the Virginia Department of Transportation (VDOT) approval letter 
dated December 5, 2005, there are no improvements required to the intersection of 
Route 13/58/460, Bob Foeller Drive, and Welch Parkway as a result of the Cell VII 
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expansion. An amendment to the Part A application and VDOT approval and 
adequacy report will be required if the facility proposes to increase the daily 
maximum disposal rate beyond 7,500 tons per day. The Part B Permit Application 
for increasing the daily maximum disposal rate may not be submitted until a Part A 
amendment is reviewed and approved by the Department for the increased daily 
average and maximum tonnages. 

I.F.6. Upon construction of the Cell VII Phase 1 liner system, GP-27 shall be properly 
abandoned and replaced with a new GP-27R as shown on the Site Monitoring Plan, 
Drawing C-11. 

I.F.7. Upon construction of the Cell VII Phase 3 liner system, GP-28, GP-29, MW-9, and 
MW-22R shall be properly abandoned. 

I.F.8. The facility will require additional leachate storage capacity for operation in Cell 
VII. Prior to operation in Cell VII, the two existing leachate lagoons shall be 
converted for exclusively leachate storage as discussed in Section 5.0 of the 
Leachate Management Plan, or a third lagoon will be constructed exclusively for 
leachate storage (capacity over 600,000 gallons), or a 500,000-gallon leachate 
storage tank shall be installed. 

I.F.9. SPSA shall continue to implement strategies detailed in Odor Control Plan, 
Appendix H of the facility operations manual maintained in the facility operating 
record. 

I.F.10. The permittee shall perform a topographic survey of all active portions of the 
landfill units on an annual basis (at least every 12 months) unless otherwise 
requested by the Director. The survey shall be certified by a professional engineer 
or certified land surveyor licensed in the Commonwealth of Virginia, unless exempt 
pursuant to § 54.1-402.  The survey results shall be compared to the landfill 
permit’s final site topography plan. Within 90 days of the survey, the permittee 
shall submit to the DEQ Tidewater Regional Office Waste Program a drawing 
comparing surveyed elevations, permitted final elevations, and the disposal unit 
boundary. The drawing shall note areas that have reached final elevation or lateral 
extent, and any areas of overfill (waste outside the constructed disposal unit 
boundary or above the vertical design capacity) including an estimate of total area 
and volume of overfill. The remaining capacity and estimated life within the 
permitted disposal unit boundary shall also be included as part of the 
submittal.  Areas that have attained final elevations and slopes must be stabilized 
in accordance with the permit until final cover is applied within the timeframe 
specified in the Closure Plan.  Except as may be separately permitted or approved 
in writing by DEQ for exigent or emergency situations, no waste shall be placed 
outside of the disposal unit boundary and in areas where the elevation exceeds the 
vertical design capacity that can be derived from Drawing No. C-09 (Final Grading 
and Drainage Plan) dated February 2024. 
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I.G. PERMIT MODIFICATIONS 

I.G.1. The permit was modified by a minor modification on March 8, 1988, correcting a 
permit condition to state that before industrial wastes or sludges are accepted at the 
landfill, that a written statement must be received from the owner certifying the 
waste to be non-hazardous. 

I.G.2. The permit was modified by a major modification on March 4, 1994, approving the 
first landfill expansion, which added 43.6 acres of lined disposal footprint 
designated as Cell V, and brought the total disposal footprint at the landfill to 146.6 
acres. The amendment also incorporated an active methane gas recovery and power 
generation system for Cells I-IV. This was the first permit issued in accordance 
with the Virginia Solid Waste Management Regulations (VSWMR) that became 
effective December 21, 1988. 

I.G.3. The permit was modified by a major modification on November 19, 1997 to 
incorporate the redesign of the base liner system of Cell V placed below the local 
groundwater table elevation. The Cell V capacity is calculated at approximately 6.1 
million cubic yards. The Cell V design is for a non-Subtitle D alternate liner that 
consists of from top to bottom: an 18-inch sand layer with a minimum hydraulic 
conductivity of 1x10-4 cm/sec, a LCRS consisting of a geocomposite drainage net 
with a permeability of approximately 3.3x101 cm/sec placed with a minimum slope 
of 2%, a 60-mil HDPE geomembrane, a geosynthetic clay liner (or GCL), a 40-mil 
HDPE secondary geomembrane, a one foot thick clay liner (or geologic buffer) 
with a maximum hydraulic conductivity of 1x10-5 cm/sec; and, a secondary 
groundwater relief/dewatering layer consisting of geocomposite drainage net with 
a permeability of 3.3x101 cm/sec placed with a minimum slope of 2%. 

I.G.4. The permit was modified by a minor modification on May 1, 2000 addressing 
clarifications and corrections to the construction specifications, CQA plan, and 
facility phasing. The modified documents included: 

I.G.4.a. The operational filling plan in the original permit (drawings C-05 and C06) 
has been revised to indicate Phase I-B as the first area to receive waste. The 
revised sequence of filling moves from 1-B to 1-A to 2-A to 2-B. The 
revised drawings denoted as C-05 issue A1, and C-06 issue A3 have been 
inserted into Permit Attachment III-2 to replace the existing drawings C-05 
and C-06. 

I.G.4.b. Geomembrane Sample Size - Section 02775, § 3.01.B.6.a. of Permit 
Attachment III-1 was modified to provide that sample sizes would be of 
adequate size to perform the testing in accordance with ASTM standards. A 
copy of the revised specification was inserted into Permit Attachment III1, 
Section 02775. 

I.G.4.c.  Hydraulic Conductivity Testing - Section 02776, § 2.01.C. was 
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modified to state that the backpressure should be chosen based on the 
ASTM D5084 guidelines. A copy of the revised specification has been 
inserted into Permit Attachment III-1, Section 02776. 

I.G.4.d. Revised financial assurance documentation was inserted into Permit 
Attachment XIII-1, “Closure,” to update the existing cost estimates in place 
at the time. 

I.G.4.e. Revised pages for the closure/post-closure plan were inserted into Permit 
Attachments XII-1 and XIII-1. 

I.G.5. The permit was modified by a minor modification on May 23, 2000, approving the 
acceptance of treated, but un-shredded regulated medical waste from permitted 
regulated medical waste treatment facilities that have received a variance from the 
Department to the shredding requirement in the Regulated Medical Waste 
Management Regulations (9 VAC 20-120-10, et seq.). This action required an 
update to the Operations Manual (Section 5.2.9, Special Wastes). 

I.G.6. The permit was modified by a minor modification on November 14, 2000, 
approving modified documents including: 

I.G.6.a. Technical Specification 02220 - Section 3.05, Paragraph F.2 of Permit 
Attachment III-1 indicates a specific moisture content range for structural 
fill. Attached is a copy of the revised text, which allows the moisture content 
to be defined through testing. 

I.G.6.b. Technical Specification 02240 - Section 3.01, Paragraph C of Permit 
Attachment III-1 indicates that a minimum density of 85 percent as 
determined by the Standard Proctor should be maintained for the drainage 
layer. Attached is a copy of the revised text deleting this statement from the 
specification. 

I.G.6.c. Technical Specification 02276 - Section 3.03, Paragraph H of Permit 
Attachment III-1 indicates that for best results the soil moisture content 
should be between 2 percent and 5 percent wet of optimum moisture 
content. Attached is a copy of the revised text which states that the optimum 
moisture content should be determined through testing of the soil source. 

I.G.6.d. Technical Specification 02800 - Table 1 of Permit Attachment III-1 
indicates the required Geosynthetic Clay Liner (GCL) properties. This table 
was revised to change the Bentonite Content test method and value to 
conform with current industry standards as was Table 2 for un-reinforced 
GCLs. 

I.G.7. The permit was modified by a minor modification on November 21, 2000, 
approving the use of alternative materials as protective cover material for Cell V. 



SPSA Regional Landfill Major Modification 
Solid Waste Permit 417 DRAFT      Month 2026 

I-10 of 16 

Specification Section 02240, Drainage Layer for SPSA Cell V Expansion, revision 
date 10-02-00, Part 2.01 incorporates the technical specification for the materials 
that may be used. 

I.G.8. The permit was modified by a minor modification on February 21, 2003, to revise 
the final cover design in the closure plan for Cells I through IV. The design was 
revised to incorporate a geocomposite drainage layer. 

I.G.9. The permit was modified by a major modification on November 7, 2005, which 
approved the second landfill expansion, which added another 41 acres of lined 
disposal area designated Cell VI, bringing the total lined disposal footprint at the 
landfill to approximately 188 acres. The disposal capacity for waste and operations 
of Cell VI is approximately 8.9 million cubic yards. Similar to Cell V, the Cell VI 
liner design is for a non-standard Subtitle D alternate liner installed below the water 
table. The only difference is that the Cell VI liner design contains no minimum 
permeability specification for the 12-inch geologic buffer. The Cell VI liner design 
consists of from top to bottom: an 18-inch sand layer with a minimum hydraulic 
conductivity of 1x10-4 cm/sec, a LCRS consisting of a geocomposite drainage net 
with a permeability of approximately 3.3x101 cm/sec placed with a minimum slope 
of 2%, a 60-mil HDPE geomembrane, a geosynthetic clay liner (or GCL), a 40-mil 
HDPE secondary geomembrane, a one foot thick soil layer (or geologic buffer) with 
no maximum hydraulic conductivity specified; and, a secondary groundwater 
relief/dewatering layer consisting of geocomposite drainage net with a permeability 
of 3.3x101 cm/sec placed with a minimum slope of 2%.  

The amendment also incorporated a previous approval, dated March 5, 2005, which 
established a subset of monitoring wells (MW10, MW-15, MW-16, MW-4R, 
MW22R, MW-24, MW-25, MW-26, MW-27, MW-28, MW-29, and MW-30). At 
the time, these wells had not exhibited a statistically significant increase (SSI) over 
background concentrations of leachate contaminants and are allowed to forgo 
annual monitoring for the full Table 3.1 Column B list of constituents. Any of these 
wells which exhibit a SSI will be excluded from the subset. 

I.G.10. The permit was modified by a minor modification on July 31, 2007 approving the 
following: 

I.G.10.a. Whereas the closure plans originally delineated two phases of closure, a 
more detailed closure construction sequence was requested in response to 
leachate outbreaks that were becoming problematic on the outside slopes of 
this disposal area. Accordingly, a request for a minor permit amendment 
was submitted on behalf of SPSA by Mr. Douglas DeCesare, P.E., of HDR 
Engineering, Inc. in his letter dated September 13, 2006. As agreed at the 
August 2006 meeting, the schedule is now designating nine closure 
construction phases. As a result of this amendment, the following 
documents are incorporated into the permit: 
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 Permit Attachment XII-1, Closure Plan; insert the Construction Schedule 
for Cells I through IV. Page 8-1 is revised to reference a 2.5 year 
construction schedule. Insert the construction schedule directly in front of 
this page. 

 Permit Attachment IIIA-2, Cell 6 Design Drawings: Drawing C-08 is 
revised to indicate the proposed 9 phases of closure construction; Drawing 
C-18 is revised to reference the amendment of soils for establishing 
vegetation; and, Drawing C-20 is revised to reference the use of tire chips 
around piping for various surface drainage applications. Note that this 
drawing set contains final grading drawings for all landfill cells. 

I.G.10.b. The Operations Manual contained in Permit Module II is revised in 
accordance with a request for a minor amendment submitted on behalf of 
SPSA by Ms. Tanya Bray in her letter dated November 6, 2006. The plan 
incorporates the use of gray soils as an option for alternant daily cover. The 
material was approved for a 180-day demonstration period in March 2006. 
During the period the material proved to be an effective substitute for soil 
as daily cover as referenced in an October 24, 2006 memorandum from the 
landfill superintendent Mr. Jeff Ford. The revised operations manual also 
updates emergency contact information, reporting forms and other dated 
information to accurately reflect current operations at the landfill. This 
manual replaces the manual currently in the permit, revision date October 
2005, with the version last revised November 2006. 

I.G.10.c. The Unauthorized Waste Control Plan contained in Permit Attachment II1 
is revised in accordance with a June 9, 2006 notice from Ms. Amy Hardy 
that the plan has been updated. The plan was revised to update contact 
information; incorporate definitions; expand the scope of inspection 
procedures and incident reporting requirements; added criteria for different 
types of drums; and, added an Out-of-State Waste Inspection Form. This 
updated plan as last revised June 2006 replaces in its entirety the current 
version in the permit last revised June 2004. 

I.G.10.d. The Gas Monitoring Plan contained in Section 6.0 of the Operations 
Manual contained in Permit Module II is revised in accordance with a May 
11, 2007 notice submitted by Ms Amy Hardy. In response to elevated levels 
of methane gas detected near Cell VI in gas probe GP-31, SPSA conducted 
an investigation and determined the elevated readings were due to buried 
organic materials located at a depth coinciding with the depth of the 
screened level of the well. Therefore, a replacement well, GP-31R has been 
installed in a location nearby that contains less organic material at depth. 
Figure 2 on page 6-9 was revised to reflect this new location. 

I.G.10.e. The technical specification 02275, Alternate Soil Liner System, contained 
in Permit Attachment IIIA-1 is revised in accordance with a request for a 
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minor amendment submitted on behalf of SPSA by Mr. Douglas DeCesare, 
P.E., of HDR Engineering, Inc. in his letter dated May 11, 2007. The 
specification has been revised to allow a non-plastic soil to be used as the 
soil component of the base liner system. The percent passing the No. 200 
sieve was edited from greater than 20% to greater than 10% and the 
references to liquid limit and plasticity index were removed. 

I.G.11. The permit was modified by a minor modification on March 4, 2010, approving 
changes into the specifications and CQA Plan to address certain departures from 
the plan during the construction of Cell VI, Phase 2. Permit Attachment IIIA-1 is 
hereby revised as follows: 

I.G.11.a. Specification 02220, “Earthwork,” is revised to allow the use of a 10-ton 
vibratory smooth drum loader to proof roll subgrade soils instead of the 
previously specified 20-ton pneumatic-tired. 

I.G.11.b. Specification Section 02275, “Alternate Soil Liner System,” references 
that the alternate soil liner material should have greater than 10% fines (i.e., 
finer than a No. 200 sieve). During construction a slightly more granular 
material was encountered and consequently one of the required three 
samples tested had only 8% fines. This specification should be revised if it 
expected that more of this material is likely to be used. 

I.G.11.c. Specification Section 01060, “Special Conditions,” references that a 
minimum friction angle of 26.6 degrees is required for each interface in the 
base liner design profile. This value is more appropriate for the closure cap 
design profile, which is on a 3:1 slope. The base liner is on a lesser slope of 
4:1 so a less restrictive minimum friction angle of 17 degrees with a 
minimum adhesion of 30 lbs/sq. ft. is acceptable for the interfaces of the 
base liner design profile. Please revise the specification to differentiate the 
values as appropriate. 

I.G.11.d. Specification 02775, “High Density Polyethylene (HDPE) Membrane 
Liner,” references minimum peel and shear strengths for geomembranes 
seaming. The minimum values apply to both extrusion welds and double 
fusion welds. The values for extrusion weld peel strengths have been 
relaxed slightly from 65 lb/in. to 52 lb/in. for a 40-mil HDPE extrusion weld 
and from 90 lb/in. to 78 lb/in. for a 60-mil HDPE. This change is allowable 
and is in accordance with industry standards and GRI Test Method GM19. 

I.G.12. The permit was modified by a major modification on June 8, 2011, approving the 
third landfill expansion, which added 56 acres of lined disposal area designated as 
Cell VII, bringing the total lined disposal footprint at the landfill to approximately 
244 acres. The disposal capacity for waste and operations in Cell VII is 
approximately 10.8 million cubic yards with an estimated site life of approximately 
5.9 years and with the remaining capacity in Cells VI and VII will extend the life 
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of the facility to the year 2018. Similar to Cells V and VI, the Cell VII liner design 
is for a non-standard Subtitle D alternate liner installed below the water table. The 
Cell VII liner design consists of from top to bottom: an 18-inch sand layer with a 
minimum hydraulic conductivity of 1.2 x 10-4 cm/sec, a LCRS consisting of a 
geocomposite drainage net with a permeability of approximately 2.17 cm/sec 
placed with a minimum slope of 2%, a 60-mil HDPE geomembrane, a geosynthetic 
clay liner (or GCL), a 40-mil HDPE secondary geomembrane, a one foot thick soil 
layer (or geologic buffer) with no maximum hydraulic conductivity specified; and, 
a secondary groundwater relief/dewatering layer consisting of geocomposite 
drainage net with a permeability of 2.17 cm/sec placed with a minimum slope of 
2%. The Groundwater Monitoring Plan (GMP) is updated to correct the statistical 
procedure for pooling sampling events at all cells at the landfill. In the Cell VII 
expansion area, one new upgradient groundwater monitoring well MW37, and six 
new downgradient groundwater monitoring wells (MW-31 through MW-36) are 
incorporated into the facility’s groundwater monitoring network. 

I.G.13. The permit was modified by a minor modification on February 23, 2012, approving 
Due to elevated readings of landfill gas in gas probe GP-35(s) that exceed the LEL, 
the facility has submitted a gas remediation plan calling for a landfill gas interceptor 
trench approximately 600 feet long located at the west, northwest corner of Cell VI. 
The trench was never installed. Instead, the gas monitoring plan, Permit Attachment 
II-2 was modified and GP-35 was relocated and replaced with GP-35R and 
additional extraction wells were installed in the waste mass on the west side of Cell 
V in the area. 

I.G.14. The permit was modified by a minor modification on May 8, 2013, approving the 
relocation of gas probe 35R on the other side of the ditch but within the facility 
boundary. 

I.G.15. The permit was modified by a minor modification on May 9, 2017, approving the 
installation of a temporary leachate pumping station to remove leachate from the 
clarifying lagoon to a leachate load-out station. See also I.G.17 below regarding 
installation of the permanent leachate loadout facility. The facility currently has 
direct discharge to the HRSD Nansemond Wastewater Treatment Facility; 
however, is unable to discharge more than 50,000 gallons per day due to elevated 
COD strength. This has resulted in a build-up of leachate within Cells V and VI 
that greatly exceed the 1 foot maximum allowable leachate head on the liner, 
increasing the potential for impact to groundwater due to increased leakage through 
any holes that may exist in the liner. As a result of this restricted discharge, SPSA 
has coordinated with HRSD to select alternative discharge locations within their 
system. These alternative locations will be able to receive up to 50,000 gallons per 
day each allowing for additional disposal of up to 200,000 gallons of leachate per 
day. This will allow SPSA to return the leachate levels in the landfill to acceptable 
levels. 

I.G.16. A minor modification on July 21, 2017, approved the replacement of non-
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performing groundwater monitoring well MW-15 with NES11, which is closer to 
the waste mass. 

I.G.17. The permit was modified by a minor modification on September 26, 2017, 
approving the installation of a permanent leachate load-out pumping station to 
remove leachate from the clarifying lagoon to a leachate load-out station. 
Authorization for installation of a temporary system was granted by a minor permit 
modification approved on May 9, 2017. Whereas the facility currently has direct 
discharge to the HRSD Nansemond Wastewater Treatment Facility; the SPSA is 
unable to discharge more than 50,000 gallons per day due to elevated COD strength. 
This resulted in a build-up of leachate within Cells V and VI that greatly exceed 
the 1 foot maximum allowable leachate head on the liner, increasing the potential 
for impact to groundwater due to increased leakage through any holes that may 
exist in the liner. As a result of this restricted discharge, SPSA has coordinated with 
HRSD to select alternative discharge locations within their system. These 
alternative locations will be able to receive up to 50,000 gallons per day each 
allowing for additional disposal of up to 200,000 gallons of leachate per day. 
Through the use of the temporary leachate load-out system referenced above, SPSA 
was able to return the leachate levels in the landfill to acceptable levels. 

I.G.18. The permit was modified by a permittee change notification on September 29, 2017 
to replace non-functioning groundwater monitoring well MW-21 with groundwater 
monitoring well MW-21R. 

I.G.19. The permit was modified by a minor modification on May 1, 2018, to implement 
groundwater corrective action, establish Permit Module XIV, and approve the 
Corrective Action Plan, Corrective Action Monitoring Plan, and the Surface Water 
Monitoring Plan. Also, Module II was established and an updated Landfill Gas 
Management Plan is incorporated as Permit Attachment II-2. 

I.G.20. The permit was modified by a permittee change notification on May 17, 2018, to 
correct typographical errors. 

I.G.21. The permit was modified by a permittee change notification on December 27, 2018, 
to replace non-functioning groundwater monitoring well MW-37 with groundwater 
monitoring well MW-37R. 

I.G.22. The permit was modified by a minor modification on January 13, 2020 to change 
the inspection plan in the facility's Post-Closure Plan for the Cell VII Expansion to 
be less frequent after the first five years. 

I.G.23. A minor modification on June 11, 2020, incorporated a Landfill Gas Remediation 
Plan dated June 4, 2020. This plan was implemented to address a landfill gas 
exceedance in GP-03(s). 

I.G.24. The permit was modified by a minor modification on March 19, 2021 to incorporate 
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a revised Corrective Action Plan (CAP), Corrective Action Monitoring Plan 
(CAMP), and Surface Water Monitoring Plan (SWMP). These revised documents 
incorporate Arsenic as a constituent of concern in the groundwater corrective action 
program. 

I.G.25. The permit was modified by a minor modification on September 29, 2021 to 
incorporate a revised Landfill Gas Management Plan (LFGMP). The LFGMP, Gas 
Control System Design Plan, and Shutdown/Startup Plan for the gas plant were all 
updated to reflect SPSA’s third party gas management vendor’s (MAS Energy) 
intent to modify the active gas collection system and the Landfill Gas to Energy 
Plant for the Regional Landfill that will include a conversion of the processing 
system to a Renewable Natural Gas (RNG) Plant. The annual survey requirement 
was added to Permit Module I (I.F.9) as part of this modification. 

I.G.26. The permit was modified by a minor modification on February 28, 2022 as a follow-
up to the modification approved September 29, 2021. This modification 
incorporates three design drawings (V-101, C-4101A, & C-4102). The drawing set 
consists of a topographic survey of the construction area, an overall site plan, and 
a grading and drainage plan, respectively. These documents provide additional 
detail on the location of the RNG Facility and related appurtenances on SPSA’s 
landfill site. 

I.G.27. A minor modification on June 7, 2022,  incorporated a revised Corrective Action 
Plan (CAP) and Corrective Action Monitoring Plan (CAMP). These revised 
documents reduced the sampling constituents required for Performance Wells in 
the groundwater corrective action program. 

I.G.28. The permit was modified by a minor modification on July 5, 2022 to incorporate a 
Landfill Gas Remediation Plan dated June 22, 2022. This plan was implemented to 
address a landfill gas exceedance in GP-01(s). 

I.G.29. The permit was modified by a minor modification on January 18, 2023 to 
incorporate installation and operation of a Heartland Concentrator at the Suffolk 
Regional Landfill for treatment of landfill leachates. This system uses heat from 
burning of natural gas (not LFG) to reduce the volume of leachate. The concentrator 
will be installed adjacent to the existing leachate lagoons and leachate will enter the 
system after passing through the lagoons. 

I.G.30. The minor modification on October 26, 2023, incorporated a revised Groundwater 
Monitoring Plan (GMP), Corrective Action Plan (CAP), and Corrective Action 
Monitoring Plan (CAMP). The revised documents removed well MW-12 from the 
Compliance and Corrective Action groundwater monitoring networks. 

I.G.31. The permit was modified by a minor modification (based on three separate 
modification requests) on December 18, 2024, to incorporate a revised 
Groundwater Monitoring Plan (GMP), Corrective Action Plan (CAP) and 
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Corrective Action Monitoring Plan (CAMP). These revised plans: remove 
Background well MW-16 from the Compliance and Corrective Action groundwater 
monitoring networks; replaces non-performing Performance wells MW-9, MW-20, 
and NES-03 with MW-9A, MW-20A, and NES-03A, respectively; reduces the 
required Corrective Action Groundwater Performance Parameters to be sampled; 
and removes Arsenic as a GPS-exceeding Constituent of Concern in the Corrective 
Action program. 

I.G.32. The permit was modified by a minor modification on June 23, 2025, to incorporate 
a revised Corrective Action Plan (CAP), a Corrective Action Monitoring Plan 
(CAMP), and a Surface Water Monitoring Plan (SWMP). These revised plans: 
incorporate MW-22A into the Corrective Action groundwater monitoring network 
as a sentinel well; remove monitoring wells MW-11, MW-19, MW-21R, MW-24, 
and MW-26 from the Corrective Action groundwater monitoring network; and 
remove surface water sample locations SW-03, SW-09, SW-11, and SW-12 from 
the Corrective Action monitoring network. 
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PERMIT MODULE II 
CONDITIONS OF OPERATION

II.A. HOURS OF OPERATION 

II.A.1. The normal operating hours for waste delivery acceptance by residential and 
noncommercial users shall be: 

 Monday through Friday: 8:00 a.m. to 4:00 p.m. 
 Saturday: 8:00 a.m. to 12:00 p.m. 
 Sundays and major holidays: Closed  

Operational hours above may be altered by the facility upon notification to DEQ.  
SPSA vehicles may deliver waste to the Landfill on a 24-hour basis and certain 
contracted customers may deliver waste before or after normal hours of operation. 
The citizen’s drop off area is now located at the adjacent transfer station. The hours 
of operation for the Household Hazardous Waste Collection Facility are 8:00am to 
4:00pm Monday through Friday and Saturdays 8:00am to 12:00pm. 

SPSA periodically evaluates the operating hours of all facilities to accommodate 
special circumstances and needs of member communities. These may include 
holiday closings, reduced hours for facility maintenance and repairs, or other 
reasons. Notices are posted at least one week in advance at the main entrance 
advising users of any special operating hours or holiday closings.     

II.A.2. Emergency conditions or unusual circumstances that require accepting waste 
outside of the normal operating hours shall be reported orally to the DEQ Tidewater 
Regional Office at (757) 518-2000 within 24 hours followed by a formal written 
submission within 5 days. 

II.B. WASTES ACCEPTED 

The SPSA Landfill may receive the following wastes, as defined by 9VAC20-81-10, or 
described below: 

II.B.1 Agricultural waste. 

II.B.2. Ash and air pollution control residues that are not classified as hazardous waste. 
This material should be incorporated into the working face and covered at such 
intervals as necessary to keep them from becoming airborne. 

II.B.3. Soil or waste with TPH concentrations less than 500 mg/kg, TOX concentrations 
less than 100 mg/kg, and BTEX concentrations less than 10 mg/kg. 

II.B.4. Commercial waste. 
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II.B.5. Contaminated soils that are not classified as hazardous waste. 

II.B.6. Compost. 

II.B.7. Construction, demolition and debris waste.

II.B.8. Debris. 

II.B.9. Demolition waste. 

II.B.10. Discarded non-hazardous material. 

II.B.11. Garbage. 

II.B.12. Household waste. 

II.B.13. Special waste (requires special handling and a Special Waste Disposal request 
submitted to DEQ). 

II.B.14. Inert waste.

II.B.15. Industrial waste meeting all state criteria.  

II.B.16. Institutional waste. 

II.B.17. Properly treated medical waste as defined by the Regulated Medical Waste 
Disposal Regulations (9VAC 20-121, et seq.). 

II.B.18. Municipal Solid Waste (MSW). 

II.B.19. Non-friable asbestos with prior approval, such as tile flooring, roof shingles, 
siding, and other materials. Asbestos containing waste materials shall be disposed 
according to the requirements of 40 CFR 61, Subpart M, as amended, and 
incorporated under 9 VAC 20-81-620. 

II.B.20. Non-regulated hazardous wastes and treated wastes rendered non-hazardous by 
specific approval only 

II.B.21. Transfer Station wastewater to be disposed of in the landfill leachate lagoons and 
discharged to HRSD. 

II.B.22. Putrescible waste. 

II.B.23. Refuse. 

II.B.24. Residential waste. 
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II.B.25. Rubbish. 

II.B.26. Scrap metal. 

II.B.27. Sludge – Wastewater treatment plant (WWTP) sludge containing no free liquid 
and stabilized, digested, or heat treated waste WWTP sludge containing no liquid 
may be placed on the working face along with MSW and covered with soil or 
MSW. Sludges shall be disposed of by mixing with other solid wastes, placed, 
and compacted at the working face in a manner to prevent localized pockets of 
sludge or conditions which might result in future instability of the waste mass. 

II.B.28. Trash. 

II.B.29. Tires that have been halved, quartered, shredded, split, or cut before disposal. 

II.B.30. Vegetative waste. 

II.B.31. Waste oil that has been adequately absorbed in the course of site cleanup. 

II.B.32. White goods. 

II.B.33. Yard waste. 

II.B.34. UNAUTHORIZED WASTE – The SPSA Landfill may not receive any 
unauthorized wastes identified in 9 VAC 20-81-140.C.4. or any of the following:  

 Free liquids that include bulk or non-containerized liquid waste unless the 
waste is a household waste or the waste is leachate or gas condensate 
derived from the landfill;  

 Containers holding liquid waste unless the container is a small container 
similar in size to that normally found in household waste, the container is 
designed to hold liquids for use other than storage or waste is household 
waste; 

 Unstabilized sewage or dioxins sludge(s) that have not been de-watered;  
 Pesticide containers that have not been triple-rinsed and crushed; 
 Drums that are not empty, properly cleaned, and opened;  
 Contaminated soil containing more than 500 parts per million (ppm) Total 

Petroleum Hydrocarbons, 100 ppm TOX, or 10 ppm BTEX; 
 Large animal carcasses; 
 Slaughterhouse waste; 
 Unapproved industrial process waste; 
 Cable, wire, rope, etc., exceeding 6 feet in length; 
 Rigid items over 6 feet in length, including but not limited to; pipe, timber, 

metal stock, construction materials, etc; 
 Materials containing friable asbestos; 
 Waste materials containing more than 50ppm PCBs; 
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 Waste, residues or soils containing more than 1.0 part per billion (PPB) 
of dioxins. 

II.C. PERMIT LIMITS 

The facility has a disposal limit of 7,500 tons per day as specified in the Part A approval 
letter. The limit is based on the design, infrastructure, equipment, and staffing maintained 
by this facility. 

II.D. COMPACTION & COVER  

II.D.1. Daily cover consisting of six inches of compacted soil or other approved material 
shall be placed upon and maintained on all exposed solid waste prior to the end of 
each operating day, or at more frequent intervals, if necessary, to control disease 
vectors, fires, odors, blowing litter, and scavenging.  Approved alternate daily cover 
(ADC) materials include: 

II.D.1.a. Coal fired ash, applied in layers no more than 3 inches thick and overlaid 
with soil. The total thickness of this ADC must be at least 6 inches after 
compaction; 

II.D.1.b. Tire shred, applied in layers no more than 3 inches thick and overlaid with 
soil. The total thickness of this ADC must be at least 6 inches after 
compaction; 

II.D.1.c. Waterway fines (to be used on interior slopes only); 

II.D.1.d. MSW incinerator ash applied in 6-inch-thick layers. This material may 
not be used as ADC within 50 feet of the landfill’s outer side slopes and 
shall not remain exposed for more than 14 days; 

II.D.1.e. Posi-Shell in a layer at least ⅛ inch thick and per manufacturer’s 
recommendation; 

II.D.1.f. Non-hazardous contaminated soil; 

II.D.1.g. Other alternate materials that have been approved by the Director for use 
at this facility.  

II.D.1.h. The use of an ADC material shall cease if the material is not effective at 
achieving the purposes of daily cover set forth in 9 VAC 20-81-
140.C.1.c., if the use results in nuisances, or if the material is erodible and 
results in waste being exposed. 

II.D.2. Intermediate cover consisting of one foot of compacted soil shall be applied when 
another lift of waste will not be placed for more than 30 days or to areas which 



SPSA Regional Landfill Major Modification 
Solid Waste Permit 417 DRAFT      Month 2025 

II-5 of 7 

exhibit erosion, cracking, or settlement, or waste has reached final grades.   

II.D.3. An interim cover system consisting of a six-inch bedding layer overlain by a 40-mil 
textured LLDPE geomembrane will be applied to the east end of Cell V after waste 
reaches final grade. This interim cover will be removed after construction of Cell 
VII Phase 3 in order to allow the Cell VII waste mass to piggyback onto Cell V. 
Prior to installation of any new interim cover system not described above, the 
facility shall submit a minor permit modification request for DEQ review and 
approval. Interim cover systems shall be applied and maintained as outlined below: 

II.D.3.a  Soil interim cover systems shall be designed, installed, and maintained to 
provide positive drainage and control stormwater run-on and run-off.   

II.D.3.b  Geosynthetic interim cover systems shall be designed, installed, and 
maintained per manufacturer’s instructions, and to provide positive 
drainage and control stormwater run-on and run-off. 

II.D.3.c  Geosynthetic interim covers systems shall be installed on a minimum 12-
inch bedding layer which is graded to provide positive drainage for the 
life of the interim cover system, accounting for future settlement. 

II.D.3.d  Geosynthetic interim cover systems shall be properly secured and/or 
anchored to prevent lift and wind damage. 

II.D.3.e  All interim cover systems shall be inspected at least monthly, and repairs 
made in a timely manner, as necessary, to maintain the integrity and 
effectiveness, correct the effects of damage, settlement, and landfill gas, 
and remove ponded water. 

II.D.3.f At least 30 days prior to installing any new interim cover system, notify 
the Department in writing, providing the expected installation date, 
description of cover, location(s), acreage, and expected duration of use. 

II.D.3.g Information regarding installation, maintenance, and removal of all 
interim cover systems shall be documented in the facility’s Operations 
Manual prior to installation. 

II.D.4 Before placement of new waste in areas with low permeability daily cover soil, 
alternate daily covers, intermediate cover, or interim cover systems, cover materials 
shall be removed such that leachate can flow downward unimpeded to the leachate 
collection system.  At least 30 days prior to removing an interim cover system, 
notify the Department in writing, providing the location(s) and acreage to be 
reopened and a plan for removal and management of the interim cover. 

II.D.5. Final cover construction as outlined in Permit Module XII shall be initiated when 
the requirements of 9 VAC 20-81-140.C.1.e. are met. 
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II.E. HOUSEKEEPING 

II.E.1. The facility shall control odors in accordance with 9VAC20-81-200.D. and/or as 
necessary to protect human health and the environment.  

II.E.2 The facility shall use fencing or other suitable control means to control litter 
migration. All litter blown from the operations shall be collected on a weekly basis. 

II.E.3 Fugitive dust and mud deposits on main offsite roads and access roads shall be 
limited at all times to limit nuisances. Dust shall be controlled to meet the 
requirements of 9VAC20-81-140.B.12. 

II.E.4. Salvaging may only be performed in areas of the facility designated for salvaging 
or recycling.  Salvaging operations must not interfere with the operations of the 
landfill or create hazards or nuisances.  

II.E.5. Open burning at active landfills shall comply with the requirements of 9VAC20-
81-140.B.4. Open burning is prohibited at areas where waste has been disposed or 
is being used for active disposal. 

II.F. SAFETY PROGRAM 

Safety hazards to operating personnel shall be controlled through an active safety program 
consistent with the requirements of 29 CFR Part 1910.  Safety training shall be performed 
annually, at a minimum. 

II.G. SELF-INSPECTION PROGRAM 

The landfill shall implement an inspection routine including a schedule for inspecting all 
applicable major aspects of facility operations necessary to ensure compliance with the 
requirements of Part III of the VSWMR (9 VAC 20-81-100 through 9 VAC 20-81-260). 
Records of these inspections must be maintained in the operating record and available for 
review. At a minimum, the following aspects of the facility shall be inspected on a monthly 
basis: erosion and sediment controls, storm water conveyance system, leachate collection 
system, safety and emergency equipment, internal roads, and operating equipment.  

II.H. OPERATIONS MANUAL REQUIREMENTS 

II.H.1. The facility shall be operated in accordance with 9 VAC 20-81-140, Module II, 
and an operations manual which has been certified by a responsible official and 
placed in the facility’s operating record. 

II.H.2. The operations manual shall include the following items as required by 9 VAC 
20-81-485: 
 A certification page;  
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 Operations Plan; 
 Inspection Plan; 
 Health and Safety Plan; 
 Unauthorized Waste Control Plan; 
 Emergency Contingency Plan; and 
 Landscaping Plan. 

II.H.3. The operations manual shall be reviewed and recertified annually to ensure 
consistency with the current operations and regulatory requirements. 

II.I. LEACHATE MANAGEMENT 

Leachate shall be managed in accordance with 9 VAC 20-81-210, Module III, and the 
facility’s Leachate Management Plan.  If a leachate seep(s) occurs, the owner or operator 
shall repair the seep(s) and follow the procedures outlined in 9 VAC20-81-210.F. 

II.J. UNDERDRAIN MONITORING AND MAINTENANCE  

The facility’s underdrain system shall be monitored and maintained in accordance with 
Module III, and the facility’s Process Water Monitoring Plan incorporated into this permit. 
The underdrain system shall be inspected at a rate consistent with the system's monitoring 
frequency. Repairs should be made to any damage that prevents the underdrain system 
from functioning as designed. 

II.K. LANDFILL GAS MANAGEMENT 

Landfill gas shall be monitored in accordance with 9VAC20-81-200, Module III, and the 
facility’s Landfill Gas Management Plan. The gas management system shall be inspected 
at a rate consistent with the system's monitoring frequency. 

II.L. GROUNDWATER MONITORING 

Groundwater shall be monitored in accordance with 9VAC20-81-250 and 9 VAC 20-81-
260; Modules X, XI, and XIV; and the respective groundwater permit documents, as 
applicable.  The groundwater monitoring system shall be inspected at a rate consistent with 
the system's monitoring frequency. 

II.M. LANDFILL MINING 

Landfill mining is permitted in Cells V and VI only and shall be conducted in accordance 
with 9VAC20-81-385 and the facility’s Landfill Mining Operating Plan. 
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PERMIT MODULE III 
SANITARY LANDFILL DESIGN

III.A. LINER DESIGN 

Cell VII of the landfill shall be underlain by the composite liner system described below 
from top to bottom: 

 An 18-inch-thick sand protective cover; 
 A leachate collection system consisting of a geocomposite drainage layer with a 

minimum slope of 2%, overlain by a system of High Density Polyethylene (HDPE) 
pipes that are wrapped in No. 5 stone and an 8-oz nonwoven geotextile; 

 a primary 60-mil HDPE geomembrane; 
 a Geosynthetic clay liner (GCL); 
 a secondary 40-mil HDPE textured geomembrane; 
 a 12-inch-thick geologic buffer layer; and 
 a geocomposite groundwater dewatering layer with a minimum slope of 2%. 

Cells V & VI of the landfill were constructed with the following liner system from top to 
bottom: 

 An 18-inch-thick sand protective cover; 
 A leachate collection system consisting of a geocomposite drainage layer with a 

minimum slope of 2%, overlain by a system of High Density Polyethylene (HDPE) 
pipes that are wrapped in No. 57 stone and an 8-oz nonwoven geotextile; 

 a primary 60-mil HDPE geomembrane; 
 a Geosynthetic clay liner (GCL); 
 a secondary 40-mil HDPE textured geomembrane; 
 a 12-inch-thick geologic buffer layer; and 
 a geocomposite groundwater dewatering layer with a minimum slope of 2%. 

Cells I through IV of the landfill were constructed with the following liner system from top 
to bottom: 

 A minimum 2-foot-thick non-specified “liner cover material” layer containing a 
leachate collection system consisting of a system of Acrylonitrile-Butadiene-
Styrene (ABS) pipes that are wrapped in 3-inch diameter stone and a nonwoven 
geotextile; 

 A 20-mil HDPE geomembrane (for Cells I & II) or a 30-mil HDPE geomembrane 
(for Cells III & IV) 

III.B. LINER CONSTRUCTION & CERTIFICATION 

The landfill base liner for Cell VII shall be constructed in accordance with the approved 
Design Plans, Technical Specifications, and Construction Quality Assurance Plan. 
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Prior to expansion into each new phase of Cell VII, the permittee shall submit all required 
certification documents as indicated in Permit Module I Section I.D.1-3 as required by 9 
VAC 20-81-490.A.  Once this documentation has been submitted and approved by the 
Department, and a site inspection of the new phase has been conducted, a Certificate to 
Operate (CTO) must be issued by the Regional Office prior to the facility accepting waste 
in the newly constructed phase.  

III.C. LANDFILL GAS MANAGEMENT SYSTEM 

III.C.1. The facility shall implement and maintain a gas management plan in accordance 
with 9 VAC 20-81-200 to provide for the protection of public health, safety, and 
the environment during the periods of operation, closure, and post-closure care, 
in accordance with the following requirements:  

III.C.1.a. The concentration of methane gas generated by the facility shall not 
exceed 25 percent of the lower explosive limit for methane (1.25% 
methane) in facility structures (excluding gas control or recovery 
system components); and  

III.C.1.b. The concentration of methane gas shall not exceed the lower explosive 
limit for methane (5.0% methane) at the facility boundary.  

III.C.2. The facility shall perform quarterly landfill gas monitoring of the perimeter gas 
monitoring network and facility structures in accordance with 9 VAC 20-81-
200.B.4. 

III.C.3. The facility shall make any necessary repairs to the gas monitoring network 
(including, but not limited to, dewatering if necessary because probes cannot be 
routinely monitored or making repairs to the concrete pad, cap, lock, or cover) and 
gas management and remediation systems prior to the next gas quarterly monitoring 
event unless an alternate repair timeframe is requested and approved. 

III.C.4. Perimeter Gas Monitoring Network 

III.C.4.a. The facility shall install and maintain perimeter gas monitoring probes 
at the locations specified in the Landfill Gas Management Plan and on 
Drawing 00C-11, “Final Site Topography and Site Monitoring Plan”.  
The current perimeter gas monitoring network consists of a series of 
34 landfill gas monitoring probes located around the perimeter of each 
of the landfill’s contiguous disposal areas. Each probe (except GP-
31R and GP-35R) is doubled, with a shallow probe 5 to 10 feet below 
the ground surface, and a deep probe at or near the depth of the well 
bore. Ten additional probes (GP-36 through GP-45) will be installed, 
and one will be relocated (GP-27 to be replaced by GP-27R), as part 
of the Cell VII expansion. 
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III.C.4.b. If the perimeter gas monitoring network is expanded with the 
installation of new or replacement gas monitoring wells, the facility 
shall submit copies of the well boring logs and probe as-builts for 
inclusion in Appendix D of the Landfill Gas Management Plan within 
30 days following construction completion. 

III.C.4.c. All existing and future onsite structures shall be monitored in 
accordance with condition III.C.2 or have explosive gas monitoring 
equipment installed.   

III.C.5. Landfill Gas Control Components  

The existing and planned landfill gas (LFG) control system at the landfill consists 
of the following main elements, as described in the Landfill Gas Collection and 
Control System (GCCS) Design Plan: 

III.C.5.a. A series of vertical LFG extraction wells installed with a minimum of 
10 feet of separation from the bottom of the landfill, spaced at 
intervals based on estimations of each well’s radius of influence. The 
GCCS in Cells I-IV consists of 88 vertical extraction wells, which are 
connected to leachate cleanouts and manholes to collect additional 
gas. The collected gas is routed to a common collection manifold, 
which conveys the gas to the inlet at the Terreva RNG Plant (Terreva 
Plant). The GCCS in Cells V and VI consists of 102 vertical gas 
extraction wells and 5 horizontal collectors, routed to a common 
collection manifold, which conveys the gas to the inlet at the Terreva 
Plant.  Future extraction wells are planned for Cell VII. 

III.C.5.b. A network of header and lateral piping installed to connect the vertical 
extraction wells and horizontal collectors, and to direct the collected 
LFG to the Terreva Plant. 

III.C.5.c. A condensate control system consisting of condensate sumps located 
at low points in the piping network. Condensate is pumped from these 
sumps into the nearest part of the leachate collection system within 
the footprint of the waste. 

III.C.5.d. The Terreva Plant, where the LFG is processed for injection into the 
natural gas pipeline that bisects the site, or combusted in a candlestick 
flare.  These components are subject to the conditions of the facility’s 
Title V Operating Permit. 

III.C.6. Landfill Gas Monitoring Response and Remediation  

III.C.6.a. Should the results of landfill gas monitoring indicate concentrations 
of methane in excess of the methane action level (4% methane or 80% 
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of the lower explosive limit (LEL) at the facility boundary or 1.25% 
or 25% LEL in facility structures), the Operator shall: 

i. Take all immediate steps necessary to protect public health and 
safety (safety precautions should include evacuation of occupied 
structures, if affected; notifying local fire/safety officials of 
potential landfill gas migration; and coordinating for off-site 
monitoring of structures located within 1,000 feet of the facility 
boundary);  

ii. Investigate any active or passive gas control or remediation 
systems for proper connections and operation and make 
adjustments to vacuum, flow, or control valves, remove 
condensate, or make any other adjustments or repairs necessary 
to ensure proper operation, if applicable; 

iii. Provide written notification within 5 working days of the 
methane action level exceedance indicating what has been done 
or is planned to be done to resolve the problem; and 

iv. Increase the gas monitoring frequency per the requirements of 
III.C.6.c. 

III.C.6.b. Should the results of landfill gas monitoring indicate concentrations 
of methane in excess of the methane compliance level (5% methane 
or 100% of the LEL at the facility boundary or 1.25% methane or 25% 
LEL in facility structures), the Operator shall: 

i. Perform the response actions outlined under III.C.6.a.i. and a.ii.; 

ii. Provide 24-hour oral notification of the methane compliance 
level exceedance;  

iii. Provide written notification within 5 working days of the 
methane compliance level exceedance containing a description of 
the circumstances and its cause; the period of occurrence, 
including exact dates and times, and, if the circumstance has not 
been corrected, the anticipated time it is expected to continue. It 
shall also contain steps taken or planned to reduce, eliminate, and 
prevent reoccurrence of the circumstances resulting in an unusual 
condition or noncompliance; 

iv. Increase the gas monitoring frequency per the requirements of 
III.C.6.c. 

v. Implement the next phase of the approved remediation plan 
within 60 days or implement a revised remediation plan and 
submit the plan to DEQ for approval;  

vi. Assess the spacing of the entire perimeter monitoring network.  
If the spacing between any probes exceeds 250 foot spacing, the 
facility shall install additional perimeter probes unless the facility 
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can show that such spacing is unwarranted based on site-specific 
factors.   

III.C.6.c. The facility shall monitor a subset of the perimeter monitoring 
network consisting of the exceeding probe(s) and structure(s) and 
those probes/structures immediately adjacent, such that at least one 
(1) probe on either side of each exceeding probe/structure is being 
monitored at the increased frequency.   

i. The increased monitoring frequency shall be weekly unless an 
alternate frequency is approved by the Department.  

ii. Weekly monitoring shall continue until four (4) consecutive 
weekly readings yield methane concentrations below 80% LEL 
at the facility boundary or 25% LEL in facility structures.  At 
that time, the facility shall implement monthly monitoring of the 
network subset until three (3) consecutive monthly readings yield 
methane concentrations below 80% LEL at the facility boundary 
or 25% LEL in facility structures.  At that time, the facility can 
return to quarterly monitoring.   

iii. Once the required minimum number of consecutive monitoring 
events resulting in gas concentrations below action level are 
completed per III.C.6.c.ii. to justify returning to a lesser 
monitoring frequency, the facility shall submit monitoring data for 
ALL monitoring events since the implementation of the remedial 
action or remediation plan phase in order to assess progress 
towards return to compliance.  If the return to a lesser monitoring 
frequency takes longer than six (6) months, monitoring data shall 
be submitted in tabular form with an accompanying graph to 
clearly document trends in data over time to justify the change in 
monitoring frequency. 

III.D. LEACHATE MANAGEMENT 

III.D.1. Leachate Storage 

All leachate collected in the leachate collection system shall be stored in two lined 
lagoons with an approximate capacity of 800,000 gallons each, of which a total 
of 1,260,000 gallons is allocated for pretreatment. To increase storage capacity 
for operation in Cell VII, conversion of the leachate lagoons for storage use 
exclusively and/or installation of a third leachate lagoon with greater than 
600,000 gallons storage capacity, or a 500,000-gallon leachate storage tank, to be 
located adjacent to the leachate lagoons, are proposed as part of the construction 
of Cell VII. 

III.D.2. Leachate Treatment 
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The leachate collected in the lagoons is aerated for pretreatment prior to disposal. 
Leachate may also be processed through the facility’s leachate evaporator, with 
residual materials disposed of at the landfill’s working face or pumped to the 
load-out station. When residual materials are disposed at the working face, they 
shall be placed on interior areas at a rate which prevents ponding of liquids on the 
surface. 

III.D.3. Leachate Disposal 

Collected leachate is and will be conveyed to the leachate lagoons for 
pretreatment/storage, and then to the leachate concentrator. The facility also has 
a load-out station to allow for pump and haul to various offsite wastewater 
treatment plants. Leachate is no longer being direct discharged to the Hampton 
Roads Sanitation District sanitary sewer. 

III.E UNDERDRAIN SYSTEM 

III.E.1. Underdrain System Description 

Cells V and VI of this landfill were constructed below the static water table. Cell 
VII will be constructed in a similar manner. These cells are designed with 
underdrain systems with pumps in sumps to eliminate hydraulic pressure on the 
liner system and to improve the stability of the subbase soils until an adequate 
amount of waste is placed in each cell to buttress and offset impacts from 
potential hydraulic pressures. Groundwater pumping from the sumps in Cells V 
and VI is no longer needed and will not be restarted.The system carried 
groundwater from beneath the cells’ liner systems and discharged to the 
facility’s onsite permitted outfalls.  

The Cell VII underdrain will be constructed with a network of 6-inch perforated 
HDPE pipe headers and 4-inch perforated HDPE laterals in trenches backfilled 
with #5 stone and wrapped in 12 oz/yd2 geotextile. The system will drain to 
sumps along the southern edge of the cell. The configuration of the pipe network 
is shown on Drawing C-02. The piping systems for all three cells are located 
beneath the 12-inch geologic buffer layer and overlain by a geocomposite 
drainage net. 

Any changes to the proposed underdrain design for Cell VII shall be submitted 
to DEQ for review/approval and modification of the permit.

III.E.2 The landfill, including any discharge of water collected in an underdrain system, 
may not cause a discharge of pollutants into waters of the United States, 
including wetlands, that violates any requirements of the Clean Water Act (33 
USC § 1251 et seq.), including, but not limited to, VPDES requirements and 
Virginia Water Quality Standards (9VAC25-260). 
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III.E.3 Underdrain Performance Sampling  

To ensure the underdrain system is operating as designed, and to detect whether 
or not landfill constituents have gained entry into the system, the collected water 
shall be sampled as described in the facility’s approved Underdrain Monitoring 
Plan. 

III.E.3.a The samples shall be collected, handled, and transported in a manner 
consistent with applicable USEPA RCRA guidance including use of a 
Chain-of-Custody.  The collected water shall be analyzed for the 
constituent list provided below using SW-846 methods, unless an 
alternate method was been approved by the Director.   

III.E.3.b Both the method used and the laboratory completing the work must be 
VELAP certified/accredited (1 VAC 30-45 & 36).  Laboratory LOQ’s 
must be equivalent to those achieved during the groundwater 
monitoring well compliance sampling undertaken for 9 VAC 20-81-
250.B or C and Permit Modules X and XI. 

III.E.3.c The collected water shall be analyzed for volatile organic compounds 
(VOCs). The Underdrain Monitoring Plan (formerly Process Water 
Monitoring Plan) has been updated for consistency with VDEQ 
Guidance Memo No. 2016-02; thus removing the requirement for the 
analysis of metals.

III.E.3.d The results of underdrain sampling and analysis completed during the 
calendar year shall be reported to the DEQ Regional Office no later 
than 120 days from the completion of sampling and analysis for the 
fourth quarterly event during each calendar year on the Annual 
Landfill Underdrain Monitoring Summary (ALUMS) Report form. 
Underdrain sampling and analysis results must also be maintained on 
site in the facility.  

III.E.4 Underdrain Sample Evaluation 

III.E.4.a If the analytical results from the underdrain sampling event show a 
validated detection of a Column A VOC.  

III.E.4.b The written notification must include either:  
 a plan to obtain a single verification sample within 15 days of the 

notification;  
 a plan to submit an Alternate Source Demonstration within 30-

days of the notification if the identified constituent(s) is (are) 
proven to be either laboratory or cross contaminants sourced 
from something other than the solid waste; or  
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 a statement that the underdrain discharge containing landfill 
constituents will be handled in a manner consistent with the 
requirements of 9 VAC 20-81-210.D within a minimum of 60
days. The notification shall also outline any interim steps the 
facility is taking to minimize risk to human health or the 
environment. 

III.E.4.c. If the Permittee undertakes verification sampling to refute a suspect 
SSI, verification sampling results shall be submitted to the Director 
within 14 days of receipt of laboratory analyses.   

III.E.5 The Director may require the owner/operator undertake an assessment of 
potential options to remediate the condition(s) causing the release of solid waste 
constituents into the underdrain system. 

III.E.6 If the proposed remediation or actions related to the collection/disposal of the 
discharge from the underdrain require modification of the Permit or associated 
Permit Document, the proposed modification(s) shall be submitted to the 
Department within 30 days of the notification. 
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 PERMIT MODULE – X  
 
 DETECTION MONITORING 

9 VAC 20-80-300.A and B.2  
 
 Detection monitoring is designed to ensure the earliest possible recognition of a leachate 

release from a regulated solid waste management unit (SWMU).   
 
X.A. GROUNDWATER COMPLIANCE POINT 
 
 X.A.1 Uppermost Aquifer 
 The compliance point for groundwater monitoring is the uppermost aquifer on site 

[9 VAC 20-80-300.A.2.a].  The uppermost aquifer encompasses the entire 
thickness between the first encounter with groundwater (not to include any 
perched water) and the first encounter with a confining unit forming the lower 
boundary of the uppermost aquifer [9 VAC 20-80-300.A.3.f.(1).(b)]. 

 
 X.A.2 Monitoring Well Locations 
  All wells in the monitoring network shall be installed within the permitted facility 

boundary [9 VAC 20-80-770.A], screened within the uppermost aquifer, and 
located at, or as close as practical to, the SWMU boundary [9 VAC 20-80-
300.A.3.a] unless a variance meeting the requirements of 9 VAC 20-80-770.B has 
been granted.  No monitoring well serving the function defined under 9 VAC 20-
80-300.A.3.a can be located more than 500 feet away from the SWMU boundary 
[9 VAC 20-80-770.A]. 

 
X.B. MONITORING NETWORK REQUIREMENTS  
 
 X.B.1 Performance Standards 
 
 X.B.1.a The Permittee shall install a groundwater monitoring network that 

meets the requirements of 9 VAC 20 -80- 300.A.2 and A.3. 
 
 X.B.1.b All wells utilized in the monitoring network shall at a minimum 

meet the requirements of 9 VAC 20-80-300.A.3.c and f.(1). 
  

X.B.1.c Any wells that require abandonment shall be sealed and abandoned 
in accordance with existing EPA Resource Conservation and 
Recovery Act guidance as well as any applicable state or local 
requirements. 

 
   X.B.1.d If any wells require replacement due to non-performance, the 

Permittee shall:  
 
                                       X.B.1.e.(1) Within 30 days of recognizing the non-
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performance, notify the Department of the need to 
replace the non-performing well. Within that 
notification, provide for Department review [9 VAC 
20-80-570.C.1], the proposed location for the new 
well shown on a site plan. 

 
X.B.1.e.(2) Install the replacement well, prior to the next 

regularly scheduled groundwater sampling event 
unless the Director has granted an extension to 
meeting the monitoring system compliance 
requirements under 9 VAC 20-80-300.A.3.a. 

 
 X.B.2 Operations and Maintenance 
 
 The Permittee shall operate and maintain all wells in the monitoring network in a 

manner meeting the requirements of  9 VAC 20-80-300.A.3.e. 
 
 X.B.3 Well Designations 
 

At a minimum, the monitoring network installed must meet the requirements of 9 

VAC 20-80-300.A.3.f.(2).  The following wells are included in the monitoring 

network:   

 
Upgradient  

Well(s) 
Downgradient  

Wells 
MW-10  MW-4R MW-27 

MW-37R MW-11 MW-28 

MW-10B NES-11 MW-29 

 MW-19 MW-30  

 MW-21R MW-31P 

 MW-22R* MW-32P 

 MW-24 MW-33P 

 MW-25 MW-34P 

 MW-26 MW-35P 
  MW-36P 

 
* - Well MW-22R is located within the permitted unit boundary of Cell VII. As 
such, the well must be abandoned upon commencement of construction activities 
for Cell VII. MW-22R will be properly abandoned in accordance with X.I.6 of 
this module. 
 
P – Proposed well to be installed during Cell VII construction. 
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X.C AQUIFER INFORMATION  
 
 X.C.1 Aquifer Data Acquisition - Requirements and Response 
 
 X.C.1.a Static groundwater elevations shall be: 
 

X.C.1.a.(1) measured in all monitoring wells in a manner that 
meets the requirements of  9 VAC 20-80-300.A.4.c. 

 
X.C.1.a.(2) measured to an accuracy of 0.01 foot. 

 
X.C.1.a.(3) obtained from all wells in the network within a 

single 24 hour period to avoid temporal 
variations/fluctuations in the groundwater table. 

  
              X.C.1.b Each time groundwater is sampled on site, the Permittee shall 

determine the groundwater flow rate and direction [9 VAC 20-80-
300.A.4.c] in the uppermost aquifer using methods accepted for 
use in EPA RCRA programs.   

 
              X.C.1.c The Permittee shall evaluate the function of each of the wells 

included in the monitoring network using the static groundwater 
elevation data obtained each time groundwater is sampled.  If the 
evaluation shows that one or more of the monitoring well(s) no 
longer functions in a manner that meets the requirements of 9 VAC 
20-80-300.A.3.e, the Permittee shall:  

   
X.C.1.c.(1) Within 30 days of recognizing the non-

performance, notify the Department of the need to 
modify the number, location, or depth of the 
monitoring wells, and provide for Department 
review, proposed locations for new (replacement) 
monitoring wells keyed to a site plan. 

 
X.C.1.c.(2) Complete additions or modifications to the network, 

prior to the next regularly scheduled groundwater 
sampling event, unless an extension has been 
granted by the Director for meeting the monitoring 
system compliance requirements under 9 VAC 20-
80-300.A.3.a. 

 
X.D. SAMPLING REQUIREMENTS 
 
 The Permittee shall meet the following: 
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 X.D.1 Field sampling and laboratory procedures shall at a minimum meet the 

requirements of  9 VAC 20-80-300.A.4.a. 
 
 X.D.2 Sampling and analytical methods shall at a minimum meet those set forth in 

EPA SW-846 as amended [9 VAC 20-80-300.A.4.b]. 
 
 X.D.3 Samples shall not be filtered prior to analysis. 
 

X.D.4  The Permittee shall sample the groundwater for the Table 5.5 Detection 
monitoring constituents referenced under 9 VAC 20-80-300.B.2.a.  

     
X.E SAMPLING FREQUENCY 
 
 X.E.1 Unless otherwise required when sampling to determine background, the 

Permittee shall, during the active life and post-closure care periods:  
 

X.E.1.a  sample and analyze all monitoring wells on at least a semi-annual 
basis [9 VAC 20-80- 300.B.2.a.(2)] unless the quarterly wetlands 
provisions apply [9 VAC 20-80-300.B.1.e].  

 
 X.E.2 The length of the semi-annual sampling period shall not exceed 180 days [9 

VAC 20-80-300.B.2.a.(1)]. 
 

X.E.3 For facilities which continued to receive waste after June 30, 1999, the 
sampling requirements noted above may be superseded by the requirement to 
sample quarterly based on proximity to wetlands [9 VAC 20-80-300.B.1.e] 

 
X.F DETERMINATION OF BACKGROUND  
 
 X.F.1 The Permittee shall establish site background values for all Detection 

monitoring constituents in manner consistent with the requirements of 9 VAC 
20-80- 300.A.4.d - f and 300.B.2.a.(1).  

 
 X.F.2 Background concentrations shall be established within timelines that meet the 

requirements of 9 VAC 20-80- 300.B.2.a.(1).  
 
X.G. STATISTICAL PROCEDURES 

When evaluating the groundwater sampling event results, the Permittee shall: 
 
 X.G.1  use a statistical test meeting the requirements of 9 VAC 20-80-300.D. 
  
 X.G.2 within 30 days of completion of the laboratory analysis for each sampling 

event [9 VAC 20-80-300.A.4.h.(2)], determine whether or not there is a 
statistically significant increase over site background for each monitoring 
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constituent using a method meeting the requirements of 9 VAC 20-80-
300.A.4.h.(1) and 300.A.4.g.  

 
X.G.3 for the purpose of this Permit, laboratory analysis is considered complete upon 

issuance of the analytical report under laboratory signature. 
 

X.H ADDRESSING BACKGROUND EXCEEDANCES 
 

When a Permittee has determined there has been a SSI exceedance over site background   
for one or more of the monitoring constituents, the Permittee shall: 
 

 X.H.1 notify the Director within the timeframes of 9 VAC 20-80-300.B.2.b.(1) which 
follow the end of the 30-day SSI determination period allowed by 9 VAC 20-
80-300.A.4.h.(2).  The notification must indicate which groundwater 
monitoring constituents have shown statistically significant increases over 
background and describe whether the Permittee shall:  

  
 X.H.2 initiate Assessment monitoring described under 9 VAC 20-80-300.B.3 within 

the timeframes of 9 VAC 20-80-300.B.2.b.(2),  
 
 X.H.3 submit an Alternate Source Demonstration [9 VAC 20-80-300.B.2.c] meeting 

the content requirements and timeframe of 9 VAC 20-80-300.A.5.  Unless 
Director approval of the demonstration is obtained, the Permittee shall follow 
the requirements and timeframes of 9 VAC 20-80-300.B.2.d . 

  
X.I. RECORD-KEEPING REQUIREMENTS 
 The Permittee shall retain all records identified under 9 VAC 20-80-300.E.1 as well as 9 

VAC 20-80-570.B.1 and B.2 throughout the active life (including closure) and post-
closure care period. 

 
 The records shall be retained at the facility or another location approved by the Director.   
 
 REPORTING REQUIREMENTS  
 
 X.I.1 Annual groundwater reports containing at a minimum the content described 

under 9 VAC 20-80-300.E.2.b, shall be submitted to the Director no later than 
March 1st of each calendar year. 

  
 X.I.2 Semi-annual groundwater evaluations containing at a minimum, the 

groundwater flow rate and direction determinations required under 9 VAC 20-
80-300.A.4.c and the results of the inter-well statistical comparisons required 
under 9 VAC 20-80-300.B.2.b shall be submitted to the Department within 180 
days of each semi-annual (or quarterly) sampling event. 

 
 X.I.3 While background is being established, the Permittee shall report to the 
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Director, within 15 days of receipt of the data from the laboratory, the 
laboratory analytical results for each background sampling event. [9 VAC 20-
80-300.E.2.a] 

 
X.I.4. Within 30 days of establishing facility background, or re-establishing 

background due to the installation of new monitoring wells, or a change in 
sampling technique, the Permittee shall report the background values and 
statistical computations necessary to determine the values in a report entitled 
Facility Background Determination Report.  

 
 X.I.5 Within 44 days of well completion, the Permittee shall supply the Director a 

Well Installation Report containing the well number, surveyed elevation, 
boring log, casing length, total depth, and a completion diagram for each 
monitoring well, along with a certification from a qualified groundwater 
scientist that the monitoring wells have been installed in accordance with the 
submitted plans [9 VAC 20-80-300.A.3.d; 300.A.3.f.(3), and 9 VAC 20-80-
300.E.1.c].  

  
 X.I.6 Within 44 days of well abandonment, the Permittee shall supply the Director a 

Well Abandonment Report containing information including field methods 
utilized, and a certification from a qualified groundwater scientist verifying the 
well abandonment activities met all applicable requirements [9 VAC 20-80-
300.E.1.c]. 

 
X.J NOTIFICATION REQUIREMENTS 

   
 X.J.1 Background SSI Notifications shall be submitted to the Director within the 

timeframes noted under 9 VAC 20-80-300.A.4.h.(2) and B.2.b.(1). 
 
 X.J.2 Well Non-Performance Notifications shall be submitted to the Director within 

30 days of recognizing the non-performance of one or more wells in order to 
meet 9 VAC 20-80-570.C.1 - 3. 

 
X.K. MISCELLANEOUS ALLOWANCES 
 
 X.K.1 Alternate Site Background. The Permittee may request the Director allow site 

background to be developed using wells that are not hydrologically upgradient 
of the SWMU as long as the request addresses the technical criteria contained 
under 9 VAC 20-80-300.A.4.e, and is certified by a qualified groundwater 
scientist.   Until such time as Director approval is obtained, background shall 
be determined by sampling wells which are upgradient of the SWMU and meet 
the requirements of 9 VAC 20-80-300.A.3.f.(2). 

 
 X.K.2 Alternate Statistical Method. The Permittee may request the Director allow the 

use of an Alternate Statistical Method as long as the Permittee can demonstrate 
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the alternate method can meet the technical criteria defined under 9 VAC 20-
80-300.D.2. Until such time as Director approval is obtained, the statistical 
test(s) applied to site groundwater data shall be one from 9 VAC 20-80-
300.D.1.a – d.  Whichever method is approved for use at the site, the method 
should be listed in the facility Groundwater Monitoring Plan as required under 
9 VAC 20-80-300.A.4.g.   

X.K.3 Verification Sampling. The Permittee, at any time within the 30 day statistical 
determination period defined under 9 VAC 20-80-300.A.4.h.(2), may obtain 
verification samples if the initial review of analytical data suggests results 
which might not be an accurate reflection of groundwater quality.  
Undertaking verification sampling is a voluntary action and shall not alter the 
timeframes associated with determining or reporting a statistically significant 
increase as otherwise defined under 9 VAC 20-80-300.A.4.h.(2) or B.2.(b).  

X.K.4 Data Validation. The owner or operator may at any time within the 30 day 
statistical determination period defined under 9 VAC 20-80-300.A.4.h.(2), 
undertake third-party data validation of the analytical data received from the 
laboratory.  Undertaking such validation efforts are a voluntary action and 
shall not alter the timeframes associated with determining or reporting a 
statistically significant increase as otherwise defined under 9 VAC 20-80-
300.A.4.h.(2) or B.2.(b).  

X.L. MISCELLANEOUS DEMONSTRATIONS 

   
 X.L.1 To address an exceedance which is the result of something other than a release 

of solid waste constituents from the SWMU, the Permittee may submit a 
report entitled Alternate Source Demonstration, certified by a qualified 
groundwater scientist, for review by the Director within 90 days of providing 
the SSI notification unless the submission and approval timeframe has been 
extended by the Director for good cause [9 VAC 20-80-300.A.5].   

 
   X.L.1.a If a successful demonstration of an alternate source for the noted 

increase is made by the Permittee and approved by the Director 
within the 90 day timeframe, the Permittee may continue in the 
Detection monitoring program as defined in this Permit Module.   

 
  X.L.1.b If a successful demonstration of an alternate source for the noted 

increase is not made by the Permittee within the 90 day timeframe, 
the Permittee shall take actions required under 9 VAC 20-80-
300.B.2.d under the Regulatory timeframes unless an extension has 
been granted by the Director. 

  
 X.L.2 The Permittee may submit to the Director, a Multi-unit Groundwater 
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Monitoring System Demonstration containing the content defined under 9 
VAC 20-80-300.A.3.b and certified by a qualified groundwater scientist, 
when he feels that the implementation of such a monitoring system will be as 
protective of human health and the environment as individual systems would 
be.    

 
  X.L.2.a If a successful demonstration is made and approved by the 

Director, the Permittee may discontinue use of individual 
monitoring systems and institute the monitoring of a multi-unit 
system.   

 
X.L.2.b If a successful demonstration is not made, the Permittee shall 

initiate (or continue) to monitor individual networks under 
Detection monitoring. 

 
 X.L.3 The Permittee may request the Director suspend groundwater monitoring 

requirements by submitting a No-Potential-Migration Demonstration, 
certified by a qualified groundwater scientist, meeting the technical 
requirements of 9 VAC 20-80-300.A.1.c.  

 
 X.L.3.a If a successful demonstration is made and approved by the 

Director, the Permittee may suspend groundwater monitoring 
actions.   

 
 X.L.3.b If a successful demonstration is not made, the Permittee shall 

continue monitoring as required under 9 VAC 20-80-300.B.2.  
 
X.M MODULE ATTACHMENTS 
 As required under 9 VAC 20-80-520.C, the Permittee must have an Operations Plan that 

includes detailed instructions concerning groundwater monitoring [9 VAC 20-80-
520.C.2.a]. These detailed groundwater monitoring instructions must at a minimum cover 
the items listed under 9 VAC 20-80-300.A.4.a.  The document containing these 
instructions, called the Groundwater Monitoring Plan, shall be attached as Attachment 
X-1 to this Module.   

 
It shall be the responsibility of the Permittee to update this Plan as needed, which may 
include a Permit amendment action as defined under 9 VAC 20-80-620.A – F, if changes 
to the monitoring program have taken place since original Plan development 

   
X.N LIMITATIONS 

Solid waste shall not be deposited in or permitted to enter any surface waters or 
groundwater [9 VAC 20-80-250.C.10].    

 
The groundwater monitoring and reporting requirements set forth here are minimum 
requirements.  The Director may require, by amending the Permit, any owner or operator 



SPSA Regional Landfill   Minor Modification 
Solid Waste Permit 417  December 18, 2024 
 

 

 X-9 

to install, operate, and maintain a groundwater monitoring system and program that 
contains requirements more stringent than those of the Regulations whenever it is 
determined that such requirements are necessary to prevent significant adverse effects on 
public health or the environment [9 VAC 20-80-300.A.2.c]. 

 
Should information contained in any Permittee authored attachment to this Module 
conflict with any requirement or condition contained herein, or language found within 9 
VAC 20-80-10 et seq., as amended; the Module condition and/or Regulatory requirement 
shall prevail over the language in the Permittee supplied attachment [see 9 VAC 20-80-
60.D and 550.E] unless it can be demonstrated that a Variance from that regulatory 
requirement has been granted by the Director under  9 VAC 20-80-730 et seq.  

 
When the Permittee recognizes a failure to submit any relevant facts or has submitted 
incorrect information in any groundwater monitoring report to the Director, he shall, 
within 7-days, promptly submitted such omitted facts or the correct information with a 
full explanation [9 VAC 20-80-570.E].  
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 PERMIT MODULE – XI 
 
 ASSESSMENT MONITORING 

9 VAC 20-80-300.A and B.3 
 
 Assessment monitoring is designed to ensure the earliest possible recognition of a 

leachate release to groundwater from a regulated solid waste management unit at levels 
which exceed groundwater protection standards.     

 
XI.A. GROUNDWATER COMPLIANCE POINT 
 
 XI.A.1 Uppermost Aquifer 
 The compliance point for groundwater monitoring is the uppermost aquifer on site 

[9 VAC 20-80-300.A.2.a].  The uppermost aquifer encompasses the entire 
thickness between the first encounter with groundwater (not to include any 
perched water) and the first encounter with a confining unit forming the lower 
boundary of the uppermost aquifer [9 VAC 20-80-300.A.3.f.(1).(b)]. 

 
 XI.A.2 Monitoring Well Locations 
  All wells in the monitoring network shall be installed within the permitted facility 

boundary [9 VAC 20-80-770.A], screened within the uppermost aquifer, and 
located at, or as close as practical to, the SWMU boundary [9 VAC 20-80-
300.A.3.a] unless a variance meeting the requirements of 9 VAC 20-80-770.B has 
been granted.  No monitoring well serving the function defined under 9 VAC 20-
80-300.A.3.a can be located more than 500 feet away from the SWMU boundary 
[9 VAC 20-80-770.A]. 

 
XI.B. MONITORING NETWORK REQUIREMENTS  
 
 XI.B.1 Performance Standards 
 
 XI.B.1.a The Permittee shall install a groundwater monitoring network that 

meets the requirements of 9 VAC 20-80-300.A.2 and A.3. 
 
 XI.B.1.b All wells utilized in the monitoring network shall at a minimum 

meet the requirements of 9 VAC 20-80-300.A.3.c and f.(1). 
  

XI.B.1.c Any wells that require abandonment shall be sealed and abandoned 
in accordance with existing EPA Resource Conservation and 
Recovery Act guidance as well as any applicable state or local 
requirements. 

 
   XI.B.1.d If any wells require replacement due to non-performance, the 

Permittee shall:  
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    XI.B.1.e.(1) Within 30 days of recognizing the non-
performance, notify the Department of the need to 
replace the non-performing well. Within that 
notification, provide for Department review [9 VAC 
20-80-570.C.1], the proposed location for the new 
well shown on a site plan. 

 
XI.B.1.e.(2) Install the replacement well, prior to the next 

regularly scheduled groundwater sampling event 
unless the Director has granted an extension to 
meeting the monitoring system compliance 
requirements under 9 VAC 20-80-300.A.3.a. 

 
 XI.B.2 Operations and Maintenance 
 
 The Permittee shall operate and maintain all wells in the monitoring network in a 

manner meeting the requirements of 9 VAC 20-80-300.A.3.e. 
 
 XI.B.3 Well Designations 
 
 At a minimum, the monitoring network installed must meet the requirements of 

9 VAC 20-80-300.A.3.f.(2).  The following wells are included in the monitoring 
network:  

 
Upgradient  

Well(s) 
Downgradient  

Wells 
MW-10  MW-4R MW-27 S 

MW-37RS MW-11 MW-28 S 

MW-10B NES-11 MW-29 
 MW-19 MW-30  

 MW-21R MW-31P S 

 MW-22R* S MW-32P S 

 MW-24 S MW-33P S 

 MW-25 S MW-34P S 

 MW-26 S MW-35P S 
  MW-36P S 

  
* - Well MW-22R is located within the permitted unit boundary of Cell VII. As 
such, the well must be abandoned upon commencement of construction activities 
for Cell VII. MW-22R will be properly abandoned in accordance with XI.I.6 of 
this module. 
P – Denotes monitoring wells to be installed during construction of Cell VII. 
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S – Denotes non-subset wells, at the time of permit issuance, which may continue 
to monitor a reduced set of constituents as described in the subset approval 
correspondence dated March 3, 2005 and included as Permit Attachment I-3. 
 

XI.C AQUIFER INFORMATION  
 
 XI.C.1 Aquifer Data Acquisition - Requirements and Response 
 
 XI.C.1.a Static groundwater elevations shall be: 
 

XI.C.1.a.(1) measured in all monitoring wells in a manner that 
meets the requirements of 9 VAC 20-80-300.A.4.c. 

 
XI.C.1.a.(2) measured to an accuracy of 0.01 foot. 

 
XI.C.1.a.(3) obtained from all wells in the network within a 

single 24 hour period to avoid temporal 
variations/fluctuations in the groundwater table. 

  
  XI.C.1.b Each time groundwater is sampled on site, the Permittee shall 

determine the groundwater flow rate and direction in the 
uppermost aquifer using methods accepted for use in EPA RCRA 
programs.  [9 VAC 20-80-300.A.4.c] 

 
  XI.C.1.c The Permittee shall evaluate the function of each of the wells 

included in the monitoring network using the static groundwater 
elevation data obtained each time groundwater is sampled.  If the 
evaluation shows that one or more of the monitoring well(s) no 
longer functions in a manner that meets the requirements of 9 VAC 
20-80-300.A.3.e, the Permittee shall:  

   
XI.C.1.c.(1) Within 30 days of recognizing the non-

performance, notify the Department of the need to 
modify the number, location, or depth of the 
monitoring wells, and provide for Department 
review, proposed locations for new (replacement) 
monitoring wells keyed to a site plan. 

 
XI.C.1.c.(2) Complete additions or modifications to the network, 

prior to the next regularly scheduled groundwater 
sampling event, unless an extension has been 
granted by the Director for meeting the monitoring 
system compliance requirements under 9 VAC 20-
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80-300.A.3.a. 
 
XI.D. SAMPLING REQUIREMENTS 
 
 The Permittee shall meet the following: 
 
 XI.D.1 Field sampling and laboratory procedures shall at a minimum meet the 

requirements of 9 VAC 20-80-300.A.4.a. 
 
 XI.D.2 Sampling and analytical methods shall at a minimum meet those set forth in 

EPA SW-846 as amended [9 VAC 20-80-300.A.4.b]. 
 
 XI.D.3 Samples shall not be filtered prior to analysis. 
 
 XI.D.4 The Permittee shall sample the groundwater for the Table 5.1 Assessment 

monitoring constituents referenced under 9 VAC 20-80-300.B.3.b at least once 
a year.    

 
XI.D.5 Permittee shall sample the groundwater for the full Table 5.5 Detection 

monitoring list plus all previously detected Table 5.1 Assessment  monitoring 
constituents during the semi-annual or quarterly sampling events. [9 VAC 20-
80-300.B.3.d.(2)] 

     
XI.E SAMPLING FREQUENCY 
 
 XI.E.1 Unless otherwise required when sampling to determine background, the 

Permittee shall, during the active life and post-closure care periods:  
 

XI.E.1.a  Upon triggering the need for Assessment monitoring, the initial 
Assessment sampling event shall be completed in a timeframe 
consistent with 9 VAC 20-80-300.B.3.b.  

 
XI.E.1.b After completion of the initial Assessment sampling event and then 

throughout the rest of the active life and post closure care periods, 
groundwater shall be sampled and analyze at all assessment 
monitoring wells on at least a semi-annual basis [9 VAC 20-80-
300.B.3.d.(2)] unless the quarterly wetlands provisions apply [9 
VAC 20-80-300.B.1.e] 

 
 XI.E.2 The length of the semi-annual sampling period shall not exceed 180 days [9 

VAC 20-80-300.B.2.a.(1)]. 
 

XI.E.3 For facilities which continued to receive waste after June 30, 1999, the 
sampling requirements noted above may be superseded by the requirement to 
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sample quarterly based on proximity to wetlands [9 VAC 20-80-300.B.1.e] 
 
XI.F DETERMINATION OF BACKGROUND & GPS 
 
 XI.F.1 The Permittee shall establish site-specific background values for all detected 

Assessment monitoring constituents (not previously detected during Detection 
monitoring) in manner consistent with the requirements of  9 VAC 20-80-
300.A.4.d – f and 300.B.3.d.(3). 

 
 XI.F.2 Background concentrations shall be established within timelines that meet the 

requirements of 9 VAC 20-80-300.B.3.d.(3). 
 

XI.F.3 Groundwater Protection Standards (GPS) for each detected Assessment 
monitoring constituent shall be: 

 
 XI.F.3.a proposed within timelines that meet the requirements of 9 VAC 

20-80-300.B.3.d.(4), and  
 
 XI.F.3.b established as defined under 9 VAC 20-80-300.B.3.h or 3.i  
 
XI.F.4     Groundwater Protection Standards become effective as follows: 

  
 XI.F.4.a Federal Maximum Contaminant Level-based GPS are effective 

immediately on the date GPS are proposed by the Permittee [9 
VAC 20-80-300.B.3.h.(1)]. 

 
 XI.F.4.b Background-based GPS are effective on the date Director approval 

is issued [9 VAC 20-80-300.B.3.h.(2 or 3)]. 
 
 XI.F.4.c Alternate Concentration Limit-based GPS are effective on the date 

the Director approved variance is issued [9 VAC 20-80-300.B.3.i; 
and 760.C.1]. 

 
XI.G. STATISTICAL PROCEDURES 
 

When evaluating the groundwater sampling event results, the Permittee shall: 
 
 XI.G.1 use a statistical test meeting the requirements of 9 VAC 20-80-300.D. 
  
 XI.G.2 within 30 days of completion of the laboratory analysis for each sampling 

event [9 VAC 20-80-300.A.4.h.(2)], determine whether or not there is a 
statistically significant increase over site background for each monitoring 
constituent using a method meeting the requirements of 9 VAC 20-80-
300.A.4.h.(1) and 300.A.4.g.  
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XI.G.3 for the purpose of this Permit, laboratory analysis is considered complete upon 

issuance of the analytical report under laboratory signature. 
 

XI.H ADDRESSING GPS EXCEEDANCES 
 

When a Permittee has determined there has been a SSI exceedance over GPS for one or 
more of the monitoring constituents, the Permittee shall: 
 

 XI.H.1 notify the Director within 14 days of the determination of exceedance, utilizing 
the statistical methods described in Part II Section H.5.a of the GMP.  The 
notification must indicate which groundwater monitoring constituents have 
shown statistically significant increases over GPS and describe whether the 
Permittee shall: 

  
 XI.H.2 initiate Corrective Actions described under 9 VAC 20-80-310.A within the 

timeframes of 9 VAC 20-80-300.B.3.g.(1).(d) including defining the horizontal 
and lateral extent of the GPS exceeding release and notifying any impacted 
landowners as required under 9 VAC 20-80-300.B.3.g.(1).(a – c) or 

 
 XI.H.3 submit an Alternate Source Demonstration [9 VAC 20-80-300.B.3.g.(2)] 

meeting the content requirements and timeframe of 9 VAC 20-80-300.A.5.  
Unless Director approval of the demonstration is obtained, the Permittee shall 
follow the requirements and timeframes of 9 VAC 20-80-300.B.3.g.(1).   

  
XI.I. RECORD-KEEPING REQUIREMENTS 
 
 The Permittee shall retain all records identified under 9 VAC 20-80-300.E.1 as well as 9 

VAC 20-80-570.B.1 and B.2 throughout the active life (including closure) and post-
closure care period. 

 
 The records shall be retained at the facility or another location approved by the Director.   
 
 REPORTING REQUIREMENTS  
 
 XI.I.1 Annual groundwater reports containing at a minimum the content described 

under 9 VAC 20-80-300.E.2.b, shall be submitted to the Director no later than 
March 1st of each calendar year. 

  
 XI.I.2 Semi-annual groundwater evaluations containing at a minimum, the 

groundwater flow rate and direction determinations required under 9 VAC 20-
80-300.A.4.c and the results of the inter-well statistical comparisons required 
under 9VAC 20-80-300.B.3.e – g shall be submitted to the Department within 
180 days of each semi-annual (or quarterly) sampling event. 
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 XI.I.3 While background is being established, the Permittee shall report to the 

Director, within 15 days of receipt of the data from the laboratory, the 
laboratory analytical results for each background sampling event. [9 VAC 20-
80-300.E.2.a] 

 
XI.I.4. Within 30 days of establishing facility background, or re-establishing 

background due to the installation of new monitoring wells, or a change in 
sampling technique, the Permittee shall report the background values and 
statistical computations necessary to determine the values in a report entitled 
Facility Background Determination Report.  

 
 XI.I.5 Within 44 days of well completion, the Permittee shall supply the Director a 

Well Installation Report containing the well number, surveyed elevation, 
boring log, casing length, total depth, and a completion diagram for each 
monitoring well, along with a certification from a qualified groundwater 
scientist that the monitoring wells have been installed in accordance with the 
submitted plans [9 VAC 20-80-300.A.3.d; 300.A.3.f.(3), and 300.E.1.c].  

  
 XI.I.6 Within 44 days of well abandonment, the Permittee shall supply the Director a 

Well Abandonment Report containing information including field methods 
utilized, and a certification from a qualified groundwater scientist verifying the 
well abandonment activities met all applicable requirements [9 VAC 20-80--
300.E.1.c]. 

 
XI.I.7 Upon issuance of GPS, the Permittee shall place the GPS listing in the 

operating record and update that record as needed upon any changes in GPS. [9 
VAC 20-80-300.B.3.d.(4)] 

 
XI.J NOTIFICATION REQUIREMENTS 

   
 XI.J.1 GPS SSI Notifications shall be submitted to the Director within the timeframes 

noted under 9 VAC 20-80-300.A.4.h.(2) and B.3.g. 
 
 XI.J.2 Well Non-Performance Notifications shall be submitted to the Director within 

30 days of recognizing the non-performance of one or more wells in order to 
meet 9 VAC 20-80-570.C.1 - 3. 

 
XI.J.3 Table 5.1 Detect Notifications shall be submitted to the Director within the 

timeframes noted under 9 VAC 20-80-300.B.3.d.(1). 
   

 XI.J.4 Return to Detection Monitoring Notification shall be submitted to the Director 
no less than 30-days prior to re-instating Detection monitoring. [9 VAC 20-80-
300.B.3.e] 
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 XI.J.5 Off-site Plume Notifications, if indicated by the existing monitoring network, 

shall be submitted to the affected landowner and copied to the Director within 
14-days of identifying the impacts. [9 VAC 20-80-300.B.3.g.(1).(c)] 

 
XI.K. MISCELLANEOUS ALLOWANCES 
 
 XI.K.1 Alternate Site Background. The Permittee may request the Director allow site 

background to be developed using wells that are not hydrologically upgradient 
of the SWMU as long as the request addresses the technical criteria contained 
under 9 VAC 20-80-300.A.4.e, and is certified by a qualified groundwater 
scientist.   Until such time as Director approval is obtained, background shall 
be determined by sampling wells which are upgradient of the SWMU and meet 
the requirements of 9 VAC 20-80-300.A.3.f.(2). 

 
 XI.K.2 Alternate Statistical Method. The Permittee may request the Director allow the 

use of an Alternate Statistical Method as long as the Permittee can demonstrate 
the alternate method can meet the technical criteria defined under 9 VAC 20-
80-300.D.2. Until such time as Director approval is obtained, the statistical 
test(s) applied to site groundwater data shall be one from 9 VAC 20-80-
300.D.1.a – d.  Whichever method is approved for use at the site, the method 
should be listed in the facility Groundwater Monitoring Plan as required under 
9 VAC 20-80-300.A.4.g.  

  

XI.K.3       Verification Sampling. The Permittee, at any time within the 30 day statistical 
determination period defined under 9 VAC 20-80-300.A.4.h.(2), may obtain 
verification samples if the initial review of analytical data suggests results 
which might not be an accurate reflection of groundwater quality.  
Undertaking verification sampling is a voluntary action and shall not alter the 
timeframes associated with determining or reporting a statistically significant 
increase as otherwise defined under 9 VAC 20-80-300.A.4.h.(2) or B.3.g.  

XI.K.4 Data Validation. The owner or operator may at any time within the 30 day 
statistical determination period defined under 9 VAC 20-80-300.A.4.h.(2), 
undertake third-party data validation of the analytical data received from the 
laboratory.  Undertaking such validation efforts are a voluntary action and 
shall not alter the timeframes associated with determining or reporting a 
statistically significant increase as otherwise defined under 9 VAC 20-80-
300.A.4.h.(2) or B.3.g.  

XI.K.5 The Permittee may request the Director allow an alternate frequency for the 
repeated sampling of the full Table 5.1 constituent list as long as the request 
addresses the technical items contained under 9 VAC 20-80-300.B.3.c, and is 
certified by a qualified groundwater scientist.  Until such time as Director 
approval is obtained, sampling for the full Table 5.1 shall continue on an 
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annual basis consistent with 9 VAC 20-80-300.B.3.b. 
 
 XI.K.6 In an effort to reduce sampling costs, the Permittee may request the Director: 
 
  XI.K.6.a allow a subset of wells to be sampled for the annual full Table 5.1 

constituent list [9 VAC 20-80-300.B.3.b] as long as the request 
contains information showing that wells not included in the subset 
are 1] devoid of any Table 5.1 detects, 2] the well shows no 
exceedances over background, and 3] the request is certified by a 
qualified groundwater scientist.  Until such time as Director 
approval is obtained, all site wells shall be sampled annually for 
the Table 5.1 constituent list consistent with 9 VAC 20-80-
300.B.3.b, and/or 

XI.K.6.b allow for the deletion of certain Table 5.1 constituents from the 
sampling list [9 VAC 20-80-300.B.3.b] as long as the request 
contains information showing that the constituents are not 
reasonably expected  to be in or derived from the waste mass, and 
the request is certified by a qualified groundwater scientist.   Until 
such time as Director approval is obtained, all site wells shall be 
sampled annually for the full Table 5.1 constituent list consistent 
with 9 VAC 20-80-300.B.3.b. 

XI.L. MISCELLANEOUS DEMONSTRATIONS 

   
 XI.L.1 To address an exceedance which is the result of something other than a release 

of solid waste constituents from the SWMU, the Permittee may submit a 
report entitled Alternate Source Demonstration, certified by a qualified 
groundwater scientist, for review by the Director within 90 days of providing 
the SSI notification unless the submission and approval timeframe has been 
extended by the Director for good cause. [9 VAC 20-80-300.A.5] 

 
   XI.L.1.a If a successful demonstration of an alternate source for the noted 

increase is made by the Permittee and approved by the Director 
within the 90 day timeframe, the Permittee may continue in the 
Detection monitoring program as defined in this Permit Module.   

 
  XI.L.1.b If a successful demonstration of an alternate source for the noted 

increase is not made by the Permittee within the 90 day timeframe, 
the Permittee shall take actions required under 9 VAC 20-80-
300.B.3.g.(1) under the Regulatory timeframes unless an extension 
has been granted by the Director. 

  
 XI.L.2 The Permittee may submit to the Director, a Multi-unit Groundwater 

Monitoring System Demonstration containing the content defined under 9 



SPSA Regional Landfill   Minor Modification 
Solid Waste Permit 417  December 18, 2024 
 

 

 XI-10 

VAC 20-80-300.A.3.b and certified by a qualified groundwater scientist, 
when he feels that the implementation of such a monitoring system will be as 
protective of human health and the environment as individual systems would 
be.    

 
  XI.L.2.a If a successful demonstration is made and approved by the 

Director, the Permittee may discontinue use of individual 
monitoring systems and institute the monitoring of a multi-unit 
system.   

 
XI.L.2.b If a successful demonstration is not made, the Permittee shall 

initiate (or continue) to monitor individual networks under 
Detection monitoring. 

 
 XI.L.3 The Permittee may request the Director suspend groundwater monitoring 

requirements by submitting a No-Potential-Migration Demonstration, 
certified by a qualified groundwater scientist, meeting the technical 
requirements of 9 VAC 20-80-300.A.1.c.  

 
 XI.L.3.a If a successful demonstration is made and approved by the 

Director, the Permittee may suspend groundwater monitoring 
actions.   

 
 XI.L.3.b If a successful demonstration is not made, the Permittee shall 

continue monitoring as required under 9 VAC 20-80-300.B.3. 
 
XI.M MODULE ATTACHMENTS 
  
 As required under 9 VAC 20-80-520.C, the Permittee must have an Operations Plan that 

includes detailed instructions concerning groundwater monitoring [9 VAC 20-80-
520.C.2.a]. These detailed groundwater monitoring instructions must at a minimum cover 
the items listed under 9 VAC 20-80-300.A.4.a.  The document containing these 
instructions, called the Groundwater Monitoring Plan, shall be attached as Attachment 
X-1 to this Module.   

 
It shall be the responsibility of the Permittee to update this Plan as needed, which may 
include a Permit amendment action as defined under 9 VAC 20-80-620.A – F, if changes 
to the monitoring program have taken place since original Plan development.  The 
Permittee shall update the existing plan if applicable under 9 VAC 20-80-300.B.3.d.(4).(a 
- c) including any related amendment actions unless the condition under 9 VAC 20-80-
300.B.3.d.(4).(d) is found applicable. 
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XI.N LIMITATIONS 
 
Solid waste shall not be deposited in or permitted to enter any surface waters or 
groundwater. [9 VAC 20-80-250.C.10]    

 
The groundwater monitoring and reporting requirements set forth here are minimum 
requirements.  The Director may require, by amending the Permit, any owner or operator 
to install, operate, and maintain a groundwater monitoring system and program that 
contains requirements more stringent than those of the Regulations whenever it is 
determined that such requirements are necessary to prevent significant adverse effects on 
public health or the environment. [9 VAC 20-80-300.A.2.c] 

 
Should information contained in any Permittee authored attachment to this Module 
conflict with any requirement or condition contained herein, or language found within 9 
VAC 20-80-10 et seq., as amended; the Module condition and/or Regulatory requirement 
shall prevail over the language in the Permittee supplied attachment [see 9 VAC 20-80-
60.D and 550.E] unless it can be demonstrated that a Variance from that regulatory 
requirement has been granted by the Director under 9 VAC 20-80-730 et seq.  

 
When the Permittee recognizes a failure to submit any relevant facts or has submitted 
incorrect information in any groundwater monitoring report to the Director, he shall, 
within 7-days, promptly submitted such omitted facts or the correct information with a 
full explanation. [9 VAC 20-80-570.E] 
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PERMIT MODULE XII 
CLOSURE

XII.A. CLOSURE PLAN MODIFICATION 

XII.A.1.  The approved Closure Plan shall be amended any time changes in operating plans 
or landfill design affect the Closure Plan. 

XII.A.2. Amended closure plans shall be submitted to the department at least 180 days 
before the date the facility expects to begin construction activities related to 
closure.  

XII.B. TIME ALLOWED FOR CLOSURE 

The facility shall close each unit and install a final cover system in accordance with the 
timeframes specified in 9 VAC 20-81-140.C.1.e. and 9 VAC 20-81-160.  

XII.C. FINAL COVER SYSTEM 

The post-closure period for Cells I-IV began on September 21, 2009. This closure consists 
of approximately 98.371 acres. The final cover system for Cells I through IV, from top to 
bottom, was constructed as follows: 

 6-inch erosion layer capable of sustaining native plant growth 
 18-inch vegetative support layer 
 Geocomposite drainage layer 
 An infiltration barrier layer consisting of a 40-mil geomembrane 
 12-inch intermediate cover layer 

The landfill final cover design profile for Cells V, VI, and VII, from top to bottom, is as 
follows: 

 6-inch erosion layer capable of sustaining native plant growth 
 18-inch vegetative support layer 
 Geocomposite drainage layer 
 An infiltration barrier layer consisting of a 40-mil geomembrane 
 18-inch soil layer (6-inch soil bedding layer overlying 12-inch daily/intermediate 

cover layer). If the top 6 inches of intermediate cover is utilized, it shall be reworked 
and tested prior to additional lifts. 

At the toe of the slope, final cover installation will include a leachate toe drain system 
(LTDS) below the 40-mil geomembrane. The LTDS is designed to intercept leachate seeps 
travelling under the 40-mil liner and direct the leachate back into the leachate collection 
system, rather than allowing it to accumulate under the liner at the toe of the slope. The 
LTDS consists of the following components: 
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 An LTDS geocomposite covering the lower part of the slope 
 A perforated pipe 
 Gravel surrounding the pipe; and 
 A wrapping geotextile 

Liquids in the LTDS geocomposite drain out of the geocomposite and enter the 
pipe/grave/geotextile pack. The pipe is connected to the leachate collection pipe cleanout 
risers. The LTDS pipe may also be connected to riser pipes that are connected to the 
leachate sumps. The LTDS pipe shall be maintained at the same frequency as the main 
leachate collection system, as specified in the facility’s Post-Closure Plan. 

The surface of the final cover system Cells V, VI, and VII will include a swale system for 
stormwater management. The swale system consists of tack-on berms constructed on top 
of the final cover system at approximately 40 feet of vertical separation. The upper side of 
the swale is sloped at the same slope as the landfill with is 3H:1V and the lower side slopes 
at 5H:1V. The 5H:1V slope is 10 feet long, which allows the swale depth to be 2 feet. The 
total width of the swale is 16 feet. Adjacent swales have a common low point, where a 12-
inch HDPE downchute pipe receives flow from both swales. Downchute pipes reaching 
the bottom of the landfill slope cross under the perimeter road at the toe of the landfill slope 
and discharge to the perimeter ditch. The ditch surface in the vicinity of the downchute 
outlet is protected by fabriform mats, which act as both erosion protection and as energy 
dissipaters. 

XII.D. CLOSURE CERTIFICATION 

XII.D.1. Following construction of the final cover system for each unit, certification, 
signed by a registered professional engineer, shall be submitted verifying that 
closure has been completed in accordance with the permit, approved plans, and 
specifications. A certification will be required for each capped landfill phase and 
shall include the results of the CQA/QC requirements under 9VAC20-81-
130.Q.1.b.(6). 

XII.D.2. Following the closure of all units, certification, signed by a registered 
professional engineer, shall be submitted verifying that closure has been 
completed in accordance with the requirements of 9VAC20-81-160.D.5.a. 
through 5.c., which require posting a sign at the facility entrance and erecting 
suitable barriers to prevent access; submitting a survey plat to the local land 
reporting authority; and recording a notation on the deed to the facility property. 
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PERMIT MODULE XIII 
POST-CLOSURE CARE 

 
XIII.A. POST-CLOSURE CARE REQUIREMENTS 
 

XIII.A.1. The facility shall conduct post-closure care of the landfill in accordance with 
its approved Post-closure Care Plan. 

 
XIII.A.1.a. Leachate shall be managed in accordance with 9 VAC 20-81-210, 

Module III, and the facility’s Leachate Management Plan.  If a 
leachate seep(s) occurs, the owner or operator shall repair the 
seep(s) and follow the procedures outlined in 9 VAC20-81-210.F. 

 
XIII.A.1.b. Landfill gas shall be monitored in accordance with 9VAC20-81-

200, Module III,  and the facility’s Landfill Gas Management Plan. 
The gas management system shall be inspected at a rate consistent 
with the system's monitoring frequency. 

 
XIII.A.1.c. Groundwater shall be monitored in accordance with 9VAC20-81-

250, Module X, XI, and XIV and the respective groundwater permit 
documents as applicable.  The groundwater monitoring system 
shall be inspected at a rate consistent with the system's monitoring 
frequency. 

 
XIII.A.1.d. Underdrains shall be monitored and maintained in accordance with 

Module III and the facility’s Underdrain Monitoring Plan.   
 

XIII.A.2. Amended Post-closure Care Plans shall be submitted to the department for 
review and approval by the director. 

 
XIII.B. POST-CLOSURE PERIOD 
 

XIII.B.1. Post-closure care shall be conducted for 30 years.  
 
XIII.B.2. The length of the post-closure care period may be decreased by the director if 

the owner or operator demonstrates that the reduced period is equally protective 
of human health and the environment and the demonstration is approved by the 
director.  This demonstration shall contain:  

 
XIII.B.2.a. Certification, signed by the owner or operator and a professional 

engineer licensed in the Commonwealth, verifying that decreasing 
the post-closure care period will be equally protective of human 
health and the environment; and 
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XIII.B.2.b. An evaluation prepared by a professional engineer or professional 
geologist licensed in the Commonwealth, which assesses and 
evaluates the landfill’s potential for harm to human health and the 
environment in the event that post-closure monitoring and 
maintenance are discontinued. 

 
XIII.B.3. The facility shall continue post-closure care and monitoring until such time that 

the department approves termination or the post-closure care and/or monitoring 
activity. 

 
 

XIII.C. CERTIFICATION OF COMPLETION OF POST-CLOSURE CARE 
 

Not less than 180 days prior to the completion of the post-closure monitoring and 
maintenance period as prescribed by the Board’s regulations or by the Director, the owner 
or operator shall submit to the Director: 

 
XIII.C.1. Certification, signed by the owner or operator and a professional engineer 

licensed in the Commonwealth, verifying that post-closure monitoring and 
maintenance have been completed in accordance with the facility’s Post-closure 
Care Plan; and  

 
XIII.C.2. An evaluation prepared by a professional engineer or professional geologist 

licensed in the Commonwealth, which assesses and evaluates the landfill’s 
potential for harm to human health and the environment in the event that post-
closure monitoring and maintenance are discontinued. 

 
If the Director determines that continued post-closure monitoring or 
maintenance is necessary to prevent harm to human health or the environment, 
he shall extend the post-closure period for such additional time as the Director 
deems necessary to protect human health and the environment and shall direct 
the owner or operator to submit a revised post-closure plan and to continue post-
closure monitoring and maintenance in accordance therewith.  Requirements 
for financial assurance shall apply throughout such extended post-closure 
period.  
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PERMIT MODULE XIV 
METALS ATTENUATION BASED 

CORRECTIVE ACTION 9 VAC 20-81-260 
 
XIV.A. PURPOSE 
 

This Module describes the requirements applicable to the remedial technology 
implemented on site as a result of an exceedance of groundwater protection standards 
(GPS).   

 
The following permit documents outline the proposed remediation:  

 Corrective Action Plan  
 Corrective Action Groundwater Monitoring Plan 
 Surface Water Sampling Plan  

 
XIV.B. INTERIM MEASURES  
 

At any time during the Corrective Action process, the Permittee or Director may 
determine that interim measures are required.  Nothing in this Permit shall preclude the 
Permittee from performing interim measures at any time if required to reduce or 
eliminate the risk to human health and the environment, as long as the interim measures 
are consistent with the goal(s) of the Corrective Action Plan.  If interim measures are 
required by the Director, the Permittee will respond with a plan for interim measures 
within 60 days of the Director’s notification of the need for the requirement.   

 
XIV.C. REMEDY REQUIREMENTS  
 

The remedy applied to the impacted aquifer shall be able to meet each of the criteria 
defined under 260.C.3.c.(1). 

 
XIV.D. REMEDY DESCRIPTION 
 

In those cases where GPS exceeding constituents are solely metals, it may be possible 
to implement a groundwater remedy based on the long term monitoring of geochemical 
parameters in the aquifer.  Metal transport is often contingent upon whether or not the 
metal is in an ‘oxidized’ or ‘reduced’ state.  This condition will be governed by the 
presence or absence (anoxic or reducing conditions) of free oxygen within the 
groundwater – as well as other reactants such as nitrate, ferric iron, and ferrous iron.  In 
such cases, the mobility of a metal may be controlled either by natural means, or the 
use of a chemical catalyst/oxidant, and such controls may be successful in achieving 
GPS.   For this case, the facility will be relying on natural in situ processes coupled 
with Long Term Performance (LTP) monitoring. 

 
XIV.E. REMEDY IMPLEMENTATION  
 

XIV.E.1. Implementation of the Corrective Action Plan and its related monitoring 
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program begins on the date the Permit is amended to incorporate this Permit 
Module. 

  
XIV.E.2. If any remedy components are not in place at the time this permit is issued:  
 

XIV.E.2.a. the Corrective Action Plan shall contain a schedule which 
details each phase of the remedy implementation [260.D.1.b],   

 
XIV.E.2.b. during the schedule period, the Permittee shall provide to the 

Director, updates every 30 days during the site preparation and 
installation phase of any remedy component installed after 
permit issuance [260.D.1.b.(8).a],  

  
XIV.E.2.c. design plans for any remedy component should be submitted for 

Department review no less than 180-days prior to component 
installation. 

 
XIV.E.3. If any condition causes a delay in the completion of the implementation 

schedule as outlined in the Corrective Action Plan, the Permittee must notify 
the Director of the problem within 7-days of recognizing the delay and 
amend the schedule accordingly.   

  
XIV.E.4. Any changes in the implementation of the remedy design or groundwater 

monitoring program will require a modification to the facility’s Permit.   
 
XIV.E.5. The Director has the authority to modify the Permit for any changes to 

Corrective Action if any conditions of 600.E.5 or E.8, and 260.G.2 are 
found to be applicable. 
    

XIV.F. ALTERNATE REMEDY PROVISIONS 
 
Long term geochemical monitoring has been selected as the remedy of choice on site.  
  
The Permittee or Director may determine, based on information obtained after 
Corrective Action has been implemented, that compliance with the requirements of 
260.C.3.c.(1) are not being achieved by the remedy selected.  In such cases, the 
Permittee shall, within 90-days of the determination: 
 
XIV.F.1. unless the alternate remedy is already described in the Corrective Action 

Plan, submit a revised Corrective Action Plan describing the alternate 
remedy for Department review,  

 
XIV.F.2. if the alternate remedy is already described in the existing Corrective Action 

Plan, submit any detailed design plans or monitoring component changes to 
the Department for review, 
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XIV.F.3. modify the facility’s Permit to implement an alternate remedy, unless the 
Permittee submits and receives Director approval for the demonstration 
allowed under 260.G.3.  

 
XIV.G. REMEDY PERFORMANCE MONITORING  
 

The permittee shall operate and maintain the groundwater monitoring wells on site as 
specified below, in a manner which at a minimum meets the requirements of 250.A.3.e 
and 260.D.1.c. Unless otherwise specified, the upgradient wells as listed in Module XI 
shall act as the upgradient wells for groundwater remediation sampling purposes as 
well.   
 
GPS Exceeding 
Compliance Well(s) 

The Associated 
Performance Well(s) 

The Associated 
Sentinel Well(s)  

MW-4R MW-4R MW-14 
MW-22R MW-9A NES-8 
MW-27 MW-20A MW-22A  
MW-29 MW-22R  
MW-30 MW-27  
NES-11 MW-29  
 MW-30  
 NES-03A  
 NES-10  
 NES-11  

 
Any additional wells which the Department requires for the Corrective Action network 
shall be installed prior to the implementation of the site remedy, or in the timeframe 
identified in the Monitoring Well Installation Schedule.   
 
The groundwater remediation effort shall be coupled with a monitoring system 
designed, capable, and operated to demonstrate: 
    
XIV.G.1. the areal extent (both vertical and horizontal) of the plume at concentrations 

which exceed background [260.D.1.c.(2)].  Because both the horizontal and 
vertical aspects of the plume must be monitored, the well network must 
include wells installed to a depth appropriate to intersect all groundwater 
flow paths in the aquifer.   

 
XIV.G.2. the effectiveness of the implemented Corrective Action Program 

[260.D.1.c.(3)]. 
 
XIV.G.3. compliance with groundwater protection standards [260.D.1.c.(4)]. 
 
XIV.G.4. whether the plume has expanded (and remains onsite) since remedy 

implementation.  
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XIV.G.5. in the case of metals, successful geochemical changes in the aquifer which 
retard metals transport in groundwater. 

 
XIV.H. WELL NETWORK   
 

XIV.H.1. Because both the horizontal and vertical aspects of the plume must be 
monitored, the well network must include wells installed to a depth which 
will intersect all groundwater flow paths.   

 
XIV.H.2. The permittee shall operate and maintain the Corrective Action groundwater 

monitoring wells on site in a manner which is at a minimum, meets 
250.A.3.e and allows the network to be operated as designed for the length 
of the Corrective Action Program. 

   
XIV.H.3. Any new wells installed on site shall be constructed meeting the 

requirements of EPA’s RCRA Groundwater Monitoring Technical 
Enforcement Guidance Document (TEGD).  

 
XIV.H.4. The Director must be notified prior to the abandonment of any site wells 

utilized during Corrective Action.  Wells shall be abandoned following the 
general requirements of EPA’s RCRA Groundwater Monitoring Technical 
Enforcement Guidance Document (TEGD) and a well abandonment report 
shall be transmitted under signature of a qualified groundwater professional 
to the Department within 30-days of completion of field activities. 

 
XIV.H.5. Upgradient wells are those which provide site-specific background data as 

required under 250.A.3.a.(1).    
 
XIV.H.6. Compliance wells are those which determine whether the landfill has 

impacted groundwater quality at the waste management unit boundary as 
required by 250.A.3.a.(2).   

 
XIV.H.7. Sentinel wells are those which ensure there is no expansion of the plume or 

impact to sensitive receptors as a result of changes in plume migration post 
remedy implementation. These wells should intercept groundwater which 
shows no impact over background such that the data obtained from them can 
assist in delineating the full extent of the landfill-impacted 
groundwater.  For organics, no impact means concentrations less than the 
limit of detection (LOD).   

 
XIV.H.8. Performance wells are those which measure or quantify the success of the 

remedy implemented.  These wells, installed downgradient of each GPS 
exceeding well, should intercept groundwater which displays GPS 
exceedances. Data obtained from these wells is used to draw a line around 
that portion of the aquifer which continues to exceed GPS and thus require 
remediation. 



SPSA Regional Landfill   Minor Modification 
Solid Waste Permit 417   June 23, 2025 
 

XIV-5 of 13 
 

 
XIV.H.9. Sentinel and Performance wells must be located along the same 

groundwater flow path as the corresponding impacted compliance well.  
EPA (1999) has previously stated that any inferences about attenuation 
based on apparent decreases in contaminant concentrations in the 
downgradient direction will likely be incorrect unless wells are located 
along the downgradient groundwater flow path and monitored at the 
appropriate frequency.   

 
XIV.H.10. For metals CoC only sites, the Sentinel and Performance wells shall be 

positioned in a manner consistent with providing data required to measure 
the progress or effectiveness of the aquifer geochemistry in reducing the 
metals concentrations to GPS levels. The aquifer data required to 
demonstrate speciation includes that which: (1) demonstrates the oxidation 
state of the aquifer within the plume of contamination and at the 
’precipitation/oxidation’ boundary, (2) can measure the relationship of other 
aquifer parameters in assisting or hindering chemical speciation (i.e. nitrate, 
ferric iron, ferrous iron, pH, etc.), (3) identify the speciation forms of the 
metal in question, (4) verifies the plume is not expanding either vertically or 
horizontally, (5) verifies no unacceptable impact to on site or off site 
receptors, (6) can detect any new releases to the environment, and (7) 
verifies clean-up goals have been met. 

 
XIV.I. MONITORING CONSTITUENTS 
 

XIV.I.1. The permittee shall monitor all wells utilized during the Corrective Action 
Program for the constituents and frequencies defined in the tables below. 
Other wells on site shall be monitored as required under Permit Modules X 
and XI. 

 
GPS Constituents of Concern (COC) are defined as any constituent on the 
Table 3.1 Column B sampling list which has been identified at 
concentrations which exceed its respective GPS. Daughter Products are 
defined as any constituent resulting from the biodegradation of a COC.   

 
Monitoring 
Well Type 

Monitoring 
Frequency 

Constituent List Compare 
Results To 

Performance 
Wells 

Quarterly for the 
1st two years, 
Semi-annually 
after that 

GPS COC’s  
plus Site Specific 
Speciation/Attenuation  
Parameters 

GPS 

Sentinel 
Wells 

Same as 
Compliance 
Wells, unless as 
specified in a 
Director approved 

GPS COC’s  
  

GPS 
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Variance 
  
Geochemical Performance Parameters, and the purpose they serve, are listed 
in the table below. To make comparisons appropriate for the understanding 
of the MNA process, these parameters may need to be added to the sampling 
list at the site background and downgradient compliance well. 
 
Electron Donors or Acceptors Miscellaneous 
Dissolved Oxygen (DO)   ORP 
  pH 

  
XIV.I.2. For the purposes of corrective action groundwater sampling: 
 

XIV.I.2.a. the semi-annual sampling period shall be 180 days plus or 
minus 30 days between sampling events unless authorized by 
the Director,  

 
XIV.I.2.b. the annual sampling period shall not exceed 360 days between 

sampling events unless authorized by the Director, and  
 
XIV.I.2.c. the quarterly sampling period shall not exceed 90 days between 

sampling events unless authorized by the Director. 
 

XIV.I.3. Constituent Detects - Refers to any constituent found above the laboratory 
limit of detection (LOD) during any sampling event.  

 
XIV.I.4. If a Permittee employs verification sampling, the alpha value shall be 

modified as outlined in the Department’s most recent technical 
memorandum for Data Analysis Guidelines for Solid Waste Facilities.  Such 
samples shall be obtained within the timeframe defined under 250.A.4.h.(2).  
Verification sampling events conducted outside this timeframe, but within 
the compliance period, may be submitted in the form of an Alternate Source 
Demonstration meeting the requirements of 250.A.5.  

 
XIV.J. REMEDY PERFORMANCE DEMONSTRATIONS   
 

XIV.J.1. Engineered System Evaluation Reports (SER) 
Sites which implement a remedy based on Presumptive Remedy or MNA do 
not normally require submission of monthly SER’s, unless the component of 
the Presumptive Remedy is being constructed as part of CAP 
implementation.  The frequency of the SER submittal (if described below), 
may be reduced by the Director after the initial CASE evaluation period has 
been completed.    

 
XIV.J.2. Corrective Action Site Evaluations (CASE)  

A report titled Corrective Action Site Evaluation (CASE) shall be submitted 
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to the Director, with a copy provided under separate cover to the Public 
Data Repository, once every three years [C.2.f], due on the calendar date the 
Permit was amended to implement the chosen remedy.  The Permittee shall 
utilize the Department’s Submission Instructions for CASE reports (2009 as 
amended) when putting together the CASE report for submission.  

 
The CASE reports, signed by a qualified groundwater professional, will 
include the material requested for within the Submission Instructions, 
including but not limited to: 

 
XIV.J.2.a. The remedy type in place [260.D.1.b.(8).(d)]. 
 
XIV.J.2.b. The concentrations of all sampled constituents identified above 

their respective detection limits since remedy implementation 
[260.D.1.b.(8).(b)]. 

 
XIV.J.2.c. Plume maps showing the lateral and vertical extent of each 

constituent of concern found at levels above GPS and 
background [260.D.1.c.(2)]. 

     
XIV.J.2.d. Calculated rate of contaminant migration during the CASE 

period [260.D.1.c.(1)].   
 
XIV.J.2.e. A groundwater potentiometric surface map based on the most 

recent groundwater elevation data. 
 
XIV.J.2.f. A discussion of the progress during the CASE period toward 

reaching GPS including any revisions needed to the timelines 
initially provided in the Corrective Action Plan  
[260.D.1.b.(8).(c, e, and f)]. 

   
XIV.J.2.g. Copies of the field sampling records laboratory reports for all 

sampling events conducted during the CASE period 
[260.D.1.b.(8).(g)]. 

  
 

XIV.K. REMEDY COMPLETION DEMONSTRATION  
 

XIV.K.1. Certificate Submission 
Within 14-days of completing the groundwater remedy, the Permittee shall 
submit a Certification, signed and certified by the Permittee and a qualified 
groundwater scientist stating all requirements of 260.H.1 have been met, (a 
copy of the Certification shall also be placed at the Public Data repository).  

 
XIV.K.2. CACR Submission 

With submission of the Certification, the Permittee shall submit for approval 
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by the Director, a Corrective Action Completion Report (CACR), signed 
and certified by a qualified groundwater scientist, demonstrating that the 
remedial actions have been successful in meeting the requirements Permit 
Module XIV and 260.C.3.(c).(1):  

 
XIV.K.2.a. Documentation that groundwater protection standards have been 

achieved at all Performance and Sentinel monitoring points 
within the plume of contamination beyond the compliance well 
network established under Permit Module XI during the last 
three years of groundwater monitoring [260.H.1.a]. 

 
XIV.K.2.b. Documentation that groundwater protection standards have been 

achieved at all Compliance monitoring points at the waste unit 
boundary during the last three years of groundwater monitoring 
[260.H.1.a]. 

 
XIV.K.2.c. All actions required as part of the remedy have been satisfied or 

completed [260.H.1.b]. 
 
XIV.K.2.d. Documentation that all technical actions and certifications 

required to complete the remedy have been satisfied [260.H.2-
3]. 

 
XIV.K.3. If, after review of the Certification and the CACR, the Director agrees that 

Corrective Action requirements have been met, the Permittee shall be 
released from the remedial requirements of 260 and the financial assurance 
requirements of 9 VAC 20-70-10 et seq.  If the Director finds that the 
presented materials do not substantiate that Corrective Action goals have 
been achieved, the Permittee shall remain under the Corrective Action 
requirements until such time as these requirements have been met 
[260.H.4.b].  

 
XIV.L. REMEDY ABANDONMENT  
 

The Permittee may submit to the Director a Technical Infeasibility Report (TIR) 
describing the technical reasons why the clean-up objectives cannot be practically met 
on site using the chosen remedy.  The TIR shall be submitted within the timeframe 
specified in 260.G.3 and include: 
 
XIV.L.1. The certification of a qualified groundwater scientist [260.G.3.a]. 
 
XIV.L.2. A discussion of the reasons why the chosen remedy, and any applicable 

back-up remedy were not successful in meeting the Corrective Action 
requirements. 

 
If the Director approves of the TIR demonstration: 
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XIV.L.3. Within 180 days of the Director approval, but no later than 14 days prior to 

implementing any alternative measures [260.G.3.b], the Permittee shall 
submit to the Director an Alternate Measures Report (AMR), signed by a 
qualified groundwater scientist, describing the Alternate Measures to meet 
the requirements of 260.G.3.d.  A copy of the AMR shall also be placed at 
the Public Data Repository. 

 
XIV.L.4. If, after review of the AMR, the Director agrees that the measures applied to 

the site meet the requirements of 260.G.3.b, the Permittee shall be released 
from the Corrective Action requirements and financial assurance 
requirements of 9 VAC 20-70-10 et seq.  If the Director finds that the 
presented measures do not meet the regulatory requirements, upon the 
Director’s notification, the Permittee shall revise the AMR submission until 
such time as regulatory conformance is demonstrated.  

 
If the Director disapproves of the TIR demonstration: 
 
XIV.L.5. Within 180 days of the Director’s decision, the Permittee shall submit to the 

Director a revised Corrective Action Plan, signed and certified by a 
qualified groundwater scientist, describing a new remedy to be applied on 
site to meet the requirements of 260.C.3.(c).(1) and shall remain in 
Corrective Action until those requirements are met.  

 
XIV.M. REMEDY RECORD-KEEPING REQUIREMENTS 
 

XIV.M.1. The Permittee shall record in the facility operating record all actions related 
to the remedy installed on site, including but not limited to any manifests 
related to investigatively derived wastes, as well as any design plans, 
construction reports, as-built documentation, and waste manifests, where 
applicable. 

 
XIV.M.2. Throughout the life of the Corrective Action Monitoring Program, the 

Permittee must place on file, in a location accessible to the public, copies of 
any Corrective Action program materials submitted to the Department 
including copies of the final Nature and Extent, Presumptive Remedy and/or 
Assessment of Corrective Measures reports. Consistent with the US EPA’s 
RCRA Public Participation Policy, the location chosen by the Permittee 
shall serve as the public data repository for all monitoring reports generated 
during the Corrective Action process and shall in part satisfy the 
requirements for public participation established under RCRA.  The location 
of the public data repository is listed below.  
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Location Name:  SPSA Regional Landfill  
Location Address: 1 Bob Foeller Drive 
Location City: Suffolk, Virginia 23434 
  

 
XIV.N. CORRECTIVE ACTION NOTIFICATION REQUIREMENTS   
 

XIV.N.1. System Preparation Update Notification  
During any site preparation phase concerning implementation of a surface 
water mitigation system, or monitoring well installation phase, the Permittee 
shall provide written or electronic status updates to the Director every 30 
days until such time as the construction of the components is considered 
complete [260.D.1.b.(8).(a)].  

 
XIV.N.2. System Component Failure  

Emergency Modification Notification  
Within 7 days of noting any Corrective Action remedy component failure, 
the Permittee shall submit to the Director, a notification describing the cause 
of the failure [260.D.1.b.(8).(e)].  

 
XIV.N.3. System Modification  

If modifications other than those described in the Corrective Action Plan are 
required to correct deficiencies or enhance monitoring system performance 
after implementation of the remedy, the Permittee shall submit a written 
request to the Director for approval of the proposed changes no later than 60 
days prior to the date of the proposed modification.   The notification must 
include a description and drawings of the proposed modification; 
justification for the modification; and evaluation of the performance 
improvements.  

  
XIV.N.4. System Design “As-builts” 

Well installation diagrams, boring logs, and the certification required from 
the groundwater professional shall be submitted as required under 
250.A.3.g.  As-builts for any other Remedy component which will be 
installed after remedy implementation should be submitted within 30-days 
of construction completion. 

 
XIV.N.5. Miscellaneous Groundwater Notifications 

Notifications regarding new background determinations, GPS exceedances, 
background exceedances, off-site impacts, dry wells, well abandonment, 
well installation, etc., must be reported in a manner consistent with 
requirements of 9 VAC 20-81-10 et seq., unless otherwise defined in this 
Module. 

 
XIV.O. INVESTIGATIVELY DERIVED WASTES  
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If applicable, based on the remedy implemented onsite, all investigatively derived 
waste shall be managed in a manner that is protective of human health and the 
environment, compliant with all applicable state and federal requirements, and is 
consistent with the methods outlined in the Corrective Action Plan [260.C.3.(c).(1).(d)]. 
 

XIV.P. SURFACE WATER INVESTIGATION 
 

XIV.P.1. Based on the historic evidence or potential of landfill-derived compounds 
discharging to surface water on site and/or recognized or potential benthic 
impairment to surface water on site, the Permittee shall, as part of site wide 
MNA-based Corrective Action: 

 
XIV.P.1.a. Classify all streams on site as being either ‘perennial’ or 

‘intermittent’ in a manner which meets Department technical 
guidance. 

 
XIV.P.1.b. If a GPS exceedance is identified in surface water, within 60 

days propose a surface water mitigation plan to address the 
discharge of groundwater constituents. The facility shall submit 
a listing of three to four possible conceptual surface water 
mitigation actions applicable for implementation on site to 
correct the continued discharge of landfill derived impairment 
to the drainage channels.  The Permittee may undertake any 
type of pilot studies as may be needed to help determine the 
final mitigation choice required. The plan should contain 
sufficient detail to describe the mitigation system and should 
note whether coordination with Water Division (or the US 
Army Corps of Engineers) will be required as part of the 
mitigation system implementation process.  

 
XIV.P.1.c. Propose a surface water monitoring plan which shall include the 

sampling and analysis of all GPS exceeding constituents.  If the 
Permittee has to obtain a VPDES Permit as part of the 
mitigation plan, the sampling parameters of the VPDES Permit 
will be added to this Module for consistency.  

 
XIV.P.1.d. Implement the approved mitigation and monitoring plans, 

including coordination with Water Permitting if a discharge 
Permit is required as part of the final mitigation design and 
implementation. 

 
XIV.P.2. Surface water samples shall be collected from locations along the affected 

drainages.  At a minimum, the locations shall be situated: upgradient of the 
groundwater plume discharge zone; at the downgradient ‘Plume Discharge 
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Point’, and at the downgradient Property Boundary Point.  These locations 
shall be: 

 
XIV.P.2.a. permanently flagged on site and identified by Global 

Positioning System coordinates.   
 
XIV.P.2.b.  may be augmented by additional sampling locations as needed, 

based on the results of the surface water sampling program.   
 
XIV.P.2.c. sampled for each GPS exceeding constituent.  The parameter 

list may be modified in the future if the Permittee is required to 
sample for additional parameters as a result of the issuance of a 
VPDES Permit. 

 
XIV.P.2.d. sampled at a frequency equivalent to that applied to the sentinel 

wells 
 
XIV.P.2.e. sampled in a manner consistent with the QA/QC protocol 

defined in existing USEPA or USGS surface water guidance. 
 

XIV.P.3. If mitigation plans include the use of engineered wetlands, the sampling 
points can be modified to ensure the wetlands discharge point is monitored. 

 
XIV.P.4. Sampling locations which do not contain a sufficient water column within 

which to sample will not be required to be re-sampled during the 
compliance period.  

   
XIV.Q. PERMIT DOCUMENTS 
 

It shall be the responsibility of the Permittee to update any permit documents as needed.  
This may trigger Permit modifications.   

   
XIV.R. LIMITATIONS 
 

Should information contained in any Permittee-authored Permit Document conflict with 
any requirement or condition contained herein, or language found within 9 VAC 20-81-
10 et seq., as amended; the Module condition and/or Regulatory requirement shall 
prevail over the language in the Permittee supplied document unless it can be 
demonstrated that a variance from that regulatory requirement has been granted by the 
Director.  

 
When the Permittee becomes aware that he failed to submit any relevant facts or 
submitted incorrect information in any groundwater monitoring report to the Director, 
he shall promptly submit such omitted facts or the correct information with an 
explanation [530.E].  
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